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LOCTITE RC30 Manual Reservoir
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Application Field
TheLOCTITEEQRC30 Manual Reservoiris suitablefor the applicationof Loctite
adhesivewith a manualapplicatorat manualworkstationssuchasin workshops,
laboratories,and industrial installations. It is possibleto dispenseanaerobicand
UV curing as well as cyanoacrylateadhesives. The reservoir can accommodate
250ml, 500gr, 1 liter, 2 kgand200gr, adhesivepackageswhichdeliveradhesive
to dispensingvalves.

Product Features
ÁUser-friendly design 

ÁLow level sensor for process controls 

ÁEquipped with a 0 to 7 bar (0-100psi) manual pressure regulator

ÁEasy to read pressure gauge

ÁCan accommodate a variety of Loctite packages

ÁAll pneumatic operation

Product Description
The LOCTITE EQ Vari-Drop applicator is a low cost handheld, manually controlled 

valve suitable for dispensing low to medium viscosity products. The adjusting 

screw allows repeatable dispense from drops to heavy beads. The quantity 

applied is dependent on the stroke set for the trigger, and how long the operator 

holds down the trigger.
Technical Data

Dimensions 214 mm x 357 mm x 363 mm (W x D x H)

Weight 3.5 kg

Pneumatic Supply
Clean, dry air not exceed 8 bar (116 psi) and filtered with a maximum of 
10 micron

Pneumatic Hose SizeExternal dia. 6 mm

Items supplied
hǇŜǊŀǘƛƻƴ aŀƴǳŀƭΣ wŜǎŜǊǾƻƛǊ ¢ŀƴƪ CƛǘǘƛƴƎ мκпέ bt¢ ŀƴŘ ǘǳōƛƴƎύ .ƻǘǘƭŜ 
Holder, Anti-ōǳōōƭŜǊ CƛǘǘƛƴƎ ŀƴŘ ¢ǳōŜ YƛǘΣ мκпέ bt¢ ǘƻ с ƳƳ ƛƴƭŜǘ ǎǳǇǇƭȅ 
line connector, Bottle spacerdisc

Vari-Drop Applicator Must be ordered separately to complete a system IDH # 194420



LOCTITE RC32 Automatic Reservoir SP
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Application Field
The LOCTITEEQRC32 Automatic Reservoiris equippedwith a singlepoint low
level sensorthat sendsan electronicsignalto a LOCTITEbrand controller and is
typicallyintegratedinto a dispensingsystemthat consistof a dispensingvalveand
one of thesecontrollers. Thereservoircan be applieddirectly from the original
250ml, 500gr,1 liter, 2 kgand200gr adhesivepackages.

ProductFeatures
ÁModular design allows user to build suited application process

ÁOperational with manual, semi-automatic and automatic controllers

ÁLow level sensor alarm provides warning for adhesive bottle replacement

Á Integrated solenoid vent valve

Technical Data

Dimensions 214 mm x 366 mm x 363 mm (W x D x H)

Weight 4.0 kg

Internal Control Voltages 24 VDC

Pneumatic Supply
Clean, dry air not exceed 8 bar (116 psi) and filtered with a maximum of 
10 micron

Pneumatic Hose Size External dia. 6 mm

Items supplied
hǇŜǊŀǘƛƻƴ aŀƴǳŀƭΣ wŜǎŜǊǾƻƛǊ ¢ŀƴƪ CƛǘǘƛƴƎ мκпέ bt¢ ŀƴŘ ǘǳōƛƴƎύΣ ¢ŀƴƪ 
/ƻǊŘΣ .ƻǘǘƭŜ IƻƭŘŜǊΣ мκпέ bt¢ ǘƻ с ƳƳ ƛƴƭŜǘ ǎǳǇǇƭȅ ƭƛƴŜ ŎƻƴƴŜŎǘƻǊΣ !ƴǘƛ-
bubbler Fitting and Tube Kit, Tube of silicone grease, Bottle spacerdisc

Pressure-Time Dispense 
Valve Selector Chart 1K

u Dispense Valve Selector



LOCTITE RC34 Automatic Reservoir DP
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Application Field
TheLOCTITEEQRC34 AutomaticReservoirDPis equippedwith an analoguelow
level sensorthat sendsan electronicsignalto a LOCTITEbrand controller and is
typicallyintegratedinto a dispensingsystemthat consistof a dispensingvalveand
one of thesecontrollers. Thereservoircan be applieddirectly from the original
250ml, 500gr,1 liter, 2 kgand200gr adhesivepackages.

ProductFeatures
ÁModular design allows user to build suited application process 

ÁOperational with manual, semi-automatic and automatic controllers

ÁLow level sensor alarm provides warning of low level and empty for adhesive 
bottle replacement

Á Integrated solenoid vent valve 

Technical Data

Dimensions 214 mm x 366 mm x 363 mm (W x D x H)

Weight 4.0 kg

Internal Control Voltages 24 VDC

Pneumatic Supply
Clean, dry air not exceed 8 bar (116 psi) and filtered with a maximum of 
10 micron

Pneumatic Hose Size External dia. 6 mm

Items supplied
hǇŜǊŀǘƛƻƴ aŀƴǳŀƭΣ wŜǎŜǊǾƻƛǊ ¢ŀƴƪ CƛǘǘƛƴƎ мκпέ bt¢ ŀƴŘ ǘǳōƛƴƎύΣ ¢ŀƴƪ 
/ƻǊŘΣ .ƻǘǘƭŜ IƻƭŘŜǊΣ мκпέ bt¢ ǘƻ с ƳƳ ƛƴƭŜǘ ǎǳǇǇƭȅ ƭƛƴŜ ŎƻƴƴŜŎǘƻǊΣ !ƴǘƛ-
bubbler Fitting and Tube Kit, Tube of silicone grease, Bottle spacerdisc

Pressure-Time Dispense 
Valve Selector Chart 1K

u Dispense Valve Selector



LOCTITE RC40 Integrated Dispenser
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Application Field
TheLOCTITEEQRC40 IntegratedSemi-AutomaticDispensercombinesboth a dual
channel dispensecontroller and a reservoir into a single unit. The controller
provides two independent digital timing channelsthat provide control of two
pneumaticoutputs. Theseoutputs canbe usedto control dispensevalvesor any
other pneumaticdevice. The controller can be actuated either by a footswitch
(included),fingerswitchor external start signal. It is capableof operating in a
timed or continuousmodefor dot or beaddispensingapplications. Thereservoir
can accommodate50 ml, 250 ml, 500 gr, 1 liter, 2 kg and 200 gr adhesive
packageswhichdeliveradhesiveto dispensingvalves.

ProductFeatures
ÁControls up to two dispense valves

ÁTwo independent digital timing channels

ÁDelay setting allows positioning of an advancing slide prior to the opening of 
dispense valve

ÁLow level sensor alarm provides warning for adhesive bottle replacement

ÁLƴǘŜǊŦŀŎŜ ŎƻƴƴŜŎǘƛƻƴǎ ŦƻǊ ŎǳǎǘƻƳŜǊΩǎ t[/ ǘƻ ƛƴŘƛŎŀǘŜ ǊŜǎŜǊǾƻƛǊ ƭƻǿ ƭŜǾŜƭ 
condition and cycle complete signal

ÁEasy-to-use keypad with LCD display screen for entering values

ÁSimple menu-driven commands

ÁEquipped with a 0 to 7 bar (0-100psi) pressure regulator

ÁAnalogue pressure gauge

ÁTime range is adjustable from 0.01 to 99.99 seconds

ÁTimed and continuous mode options can be selected

ÁManual button for purging adhesive from valves

Technical Data

Dimensions 214 mm x 357 mm x 363 mm (W x D x H)

Weight 5.0 kg

Internal Control Voltages 24 VDC

Input Voltage 100-240 VAC, 50-60 Hz

Power Connections
Plug Ends for North America, Japan, Continental Europe, UK, Australia and 
China

Pneumatic Hose Size External dia. 6 mm

Items supplied
Operation Manual, Universal Power AC Adapter, Footswitch, Reservoir 
¢ŀƴƪ CƛǘǘƛƴƎ мκпέ bt¢ ŀƴŘ ǘǳōƛƴƎύΣ .ƻǘǘƭŜ IƻƭŘŜǊΣ мκпέ bt¢ ǘƻ с ƳƳ ƛƴƭŜǘ 
supply line connector, Anti-bubbler Fitting and Tube Kit, Bottle spacerdisc

Pressure-Time Dispense 
Valve Selector Chart 1K

u Dispense Valve Selector



LOCTITE RC50 Integrated Dispenser I4.0
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Application Field
TheLOCTITEPULSEEQRC50IntegratedSemi-AutomaticDispensercombinesboth
a dualchanneldispensecontrolleranda reservoirinto a singleunit. Thedispenser
provides two independent digital timing channelsthat provide control of two
pneumaticoutputs. Theseoutputs canbe usedto control dispensevalvesor any
other pneumaticdevice. Thedispensercan be actuatedeither by the start/stop
button on the front touchpanel,a footswitch(included),or externalstart signal. It
is capableof operatingin a timed or continuousmodefor dot or beaddispensing
applications. Thereservoircanaccommodate50 ml, 250 ml, 500 gr, 1 liter, 2 kg
and 200 gr adhesivepackageswhich deliver adhesiveto dispensingvalves. The
reservoir is suitable for manual workstations as well as integration into
automatedproduction lines. Thedispenserincludesan integratedΨLƴŘǳǎǘǊȅ4.0Ω
function to enableremotecommunicationviaWi-Fi,Bluetoothor ethernet.

ProductFeatures
ÁControls up to two dispense valves

ÁTwo independent digital timing channels

ÁLow level sensor alarm provides warning for adhesive bottle replacement

ÁLƴǘŜǊŦŀŎŜ ŎƻƴƴŜŎǘƛƻƴǎ ŦƻǊ ŎǳǎǘƻƳŜǊΩǎ t[/ ǘƻ ƛƴŘƛŎŀǘŜ ǊŜǎŜǊǾƻƛǊ ƭƻǿ ƭŜǾŜƭ 
condition and cycle complete signal

ÁUser friendly HMI included with easy-to-use large touch panel for entering 
values

ÁEquipped with a 0 to 7 bar (0-100psi) digital pressure regulator (electronic 
proportional valve)

ÁDigital pressure gauge included 

ÁTime range is adjustable from 0.01 to 99.99 seconds

ÁTimed and continuous mode options can be selected

ÁManual button for purging adhesive from valves

ÁPowerful I4.0 function - Provides convenient remote user access in real time via 
Wi-Fi, Bluetooth, or Ethernet

Technical Data

Dimensions 214 mm x 366 mm x 363 mm (W x D x H)

Weight 5.0 kg

Internal Control Voltages 24 VDC

Input Voltage 100-240 VAC, 50-60 Hz

Power Connections
Plug Ends for North America, Japan, Continental Europe, UK, Australia and 
China

Pneumatic Hose Size External dia. 6 mm

Items supplied
Operation Manual, Universal Power AC Adapter, Footswitch, Reservoir 
¢ŀƴƪ CƛǘǘƛƴƎ мκпέ bt¢ ŀƴŘ ǘǳōƛƴƎύΣ .ƻǘǘƭŜ IƻƭŘŜǊΣ мκпέ bt¢ ǘƻ с ƳƳ ƛƴƭŜǘ 
supply line connector, Anti-bubbler Fitting and Tube Kit, Bottle spacerdisc

Pressure-Time Dispense 
Valve Selector Chart 1K

u Dispense Valve Selector



LOCTITE 97124 2 L Bag Dispenser
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Application Field
TheBagReservoir97124is suitablefor the applicationof LOCTITEadhesiveswith
a dispensingvalve at workstations such as in workshops, laboratories, and
industrial installations.

Operation
TheLOCTITE971242l BagDispenserdispensesLOCTITEadhesiveby air pressure.
After a 2l bagpackageof LOCTITEadhesivehasbeenloadedto the reservoir,it is
pressurizedfrom a LOCTITEController using clean, filtered dry air. The air
pressureinside the vesselpressesthe product out of the bag packagewithout
mechanicalstress. The dispensingpressure(regulatedair from the controller)
squeezesthe bagand transportsthe product through the piercingelement, the
product fitting andthe feedlineto the dispensingvalve. An integratedpneumatic
cylinderpressesa pusherplate againstthe bag in a controlled way. Thisaction
avoidstwisting andclosingof the bag.

Benefits

Considerable reduction of packaging waste by using a 2-litre product bag

ÁAutomatic ventilation by solenoidvalve in connectionwith controllers97102
or 97152

ÁNocontaminationasproductremainsin originalcontainer

Technical Data

Dimensions 187 mm (W) x 690 mm (H) x 238 mm (D)

Weight 13.0 kg

Pneumatic Supply Min. 4 bar (58 PSI), max. 8 bar (115 PSI)

Pneumatic Quality Filtered 10 µm, oil-free, non-condensing

Over-Pressure Safety min. 9 bar (130.5 PSI); max. 12.5 bar (174 PSI)

(rupture disc) Tightening torque of the rupture disc max. 20 Nm

Items supplied
фтмнп н[ .ŀƎ 5ƛǎǇŜƴǎŜǊΣ ¢ŀƴƪ ŎƻǊŘΣ tǊƻŘǳŎǘ ŦƛǘǘƛƴƎ мκп Σ tƛŜǊŎƛƴƎ ŜƭŜƳŜƴǘ 
5mm, Reservoir tubing set, Operating Manual



LOCTITE 97631 300 ml Cartridge Dispenser 
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Application Field
The LOCTITE97631 Cartridge Dispenser97631 is used to dispense bubble
minimizedLOCTITEproducts in 300 ml cartridgessuchas Gel-CA's,Anaerobics,
Epoxiesand Silicones. In connectionwith a dispensingvalve or eccentricrotor
pumpit canbe usedin transferlines,manualor automaticworkplaces.

Operation
The LOCTITE97631 300 ml CartridgeDispensershould be pressurizedfrom a
LOCTITEcontroller with max. 4 bar (58 PSI). Thepiston of the pneumaticcylinder
pressesthe product out of the cartridgeand forcesit through the feedlineto the
dispensingvalve/eccentricrotor pump. When connectedto a Controller97152,
the regulatedair pressureis availableat the unit when the controller is switched
on. The piston can be switched to the forward position, "keep in position" or
piston backwards. It will be depressurizedautomaticallywhen the controller is
switchedoff. Nomovementof the pistonispossible.

Technical Data

Dimensions 960mm (L) x 210 mm (W) x 234 mm (H)

Weight 11.6 kg

Pneumatic supply Regulated air pressure (I) from the controller

Pressure input limit max. 4 bar (58 PSI)

(maximum feed pressure)

Pneumatic Hose OD 6 mm , ID 4 mm

Product Feedline {ǘŀƴŘŀǊŘ h5 ҃Ϧ

Product Fitting Thread {ǘŀƴŘŀǊŘ D ҃Ϧ

Items supplied
300ml Cartridge dispenser, Pushers (for Al, Semco, Ritter & Fischbach 
cartridges), Adaptors (for Al, Semco, Ritter & Fischbach cartridges), OD 
6mm airline x 2m, Sleeve for Al cartridge, Operating Manual



LOCTITE 97560 Extrusion Pump26:1
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Application Field
TheExtrusionPump26:1 is a high-pressurepneumaticpump usedfor extrusion
and transfer of high viscous and paste products. The pump is essentially
constitutedof an air motor andthe pumpinggroup,mountedon a ram. In the air
motor, compressedair causesthe vertical reciprocatingmovementof the motor
piston; this movement is transmitted through a connectingrod to the material
pumpingpistonendingwith a shovelplateallowingto suckveryviscousproducts.
The shovel plate (follower plate) is supplied with a series of gasketsable to
protect the product contained in the pail from powder, moisture and drying
processcausedby the touch with air. The use of the ram enablesto drive the
suckingunit of the pump during the product intake phasedirectly into the 20Қ
pails. Theram canautomaticallycompensatethe shovelplate descentduringthe
useof the product. Thissystemallows lifting of the extrusionpump for a quick
replacementof the pail when it is empty. The ratio 26:1 meansthat the outlet
pressureof product is 26 times higher than the pump feed air pressure. In order
to ensurebest product compatibility, the pumping group and sealingballs are
madefrom stainlesssteel.

PleaseconsultTCSExpertsfor further information (Level3 Support)!

Technical Data

Dimensions 800 mm (L) x 600 mm (W) x 1800mm (H)

Weight 67 kg

Pneumatic supply Max. 7 bar (100 psi)

Pressure input min max. 3.5 bar (50 psi)

Material Outlet D оκпά female

Maximal Output Pressure 182 bar (2730 psi) for 26:1

Max product flow rate 4 liter/min (26:1)



LOCTITE 98666 All Purpose Syringe Dispensing System 
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Application Field
LOCTITEAll PurposeSyringeDispensingSystemaccuratelydispensesadhesivesor
other fluids. Typicalapplicationsare the assemblyof electricalcomponents,wire
tacking, circuit board repair, and the locking of fasteners. It is designedfor
adhesivesand sealantsin 10ml, 30ml, 55ml and 300ml syringes/cartridgesfrom
mediumviscositiesto pastes.

Operation
The LOCTITEDigital SyringeDispenser883976 is a semi-automatic dispensing
systemdesignedto dispenseadhesivesand fluids packagedin 3, 5, 10, 30, 55
syringesand 300 ml cartridges. Theunit hasdigital timing control with decimal
settings to 0.001 secondsfor increasedprecision over typical pressure-time
systems. An adjustablepressureregulatorcontrolsa pulseof air, and when used
in conjunctionwith an airlineadapterattachedto an adhesivesyringebarrel,will
providea controlleddispensedamountof adhesive. Thesystemcanbe operated
in the manual, incremental, or timed (automatic) dispensemode to dispense
dots,beadsor to fill syringes.

Benefits

Digital timing control

ÁCompact design to minimize workspace requirement

ÁVacuum suck back to ensure no drips or run-on

ÁUseful for all kinds of applications: drops, beads, potting

Technical Data

Dimensions 152 mm (W) x 165 mm (D) x 178 mm (H)

Weight 1.2 kg ( 2.6 Ibs)

Input Voltage 24 VDC

Air Input Maximum 7 bar (100 psi)

Air Output Maximum 7 bar (100 psi)

Timer Range 0.02 ς60.00 s

Cycle Modes Manual, Incremental or Timed

Items supplied 98666 All Purpose Syringe dispenser

Universal Power Cord and Adapter

Foot Switch

Syringe Stand

10ml and (1) 30ml Airline Adapter

Dual Unit Stacking Lock Pin

Air line Support Mast

Needle Sample Kit

Inlet Air Hose (6mm OD x 6ft) & Fitting Kitu Needle Selector

Dispense Needles, Mixers 

& Accessories

Click here to watch the demo video!

https://www.youtube.com/watch?v=edzNun25opI&list=PLBGGrOGSp6gvCPmawtg_NDpuTyhWaLIip&index=14


LOCTITE 97006 Precision Syringe Dispensing System 
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Application Field
LOCTITE97006 Precision Syringe Dispensing System accurately dispenses
adhesivesor other fluids. Typical applicationsare the assemblyof electrical
components,wire tacking,circuit board repair, and the lockingof fasteners. It is
designed for adhesives and sealants in 10ml, 30ml, 55ml and 300ml
syringes/cartridgesfrom viscositiesaslow as5mPasto pastes.

Operation
TheSyringeDispenser97006isconnectedto anexternalelectricalandpneumatic
supply. The Control Unit 97006regulatesthe adjusteddispensingpressureand
controlsthe dispensingduringthe selecteddispensingtime. Pressurevariationof
more than 10%resultsin an error messageon the digital display. Bymeansof air
pressureon the plug in the syringe,the product is transportedto the dispensing
needle. Thebuilt-in precisionvacuumregulatorpreventsdrippingof the product
duringpausesin dispensing.

Benefits

Digital Precision regulator for accurate flow control

ÁVacuum suck back to ensure no drips or run-on

ÁUseful for all kinds of applications: drops, beads, potting
Technical Data

Dimensions 145mm (W) x 230 mm (H) x 260 mm (D)

Weight 3.0 kg

Power Supply 90 ς260 V AC; 47 ς63 Hz

Power Consumption Approx. 40 W

Internal Control 
Voltages

5 V DC; 12 V DC; 24 V DC

Pneumatic Supply min. 2 bar (29 PSI); max. 12 bar (174 PSI)

Pneumatic Quality CƛƭǘŜǊŜŘ мл ˃ƳΣ ƻƛƭ-free, non-condensing

Regulation range of the 
pressure regulator

0.00 ς7.00 bar (0.00 ς100 PSI)

Pressure Indication 0.00 ς7.00 bar (0.00 ς100 PSI)

Pneumatic Hose Size P inInternal dia. 4 mm; outer dia. 6 mm; 

Items supplied
97006 Precision Syringe Dispense System, Power cord, operation 
manual, applicator holder, syringe kit, needle varity kit, footswitchu Needle Selector

Dispense Needles, Mixers 

& Accessories

Click hereto watchthe demovideo!

https://www.youtube.com/watch?v=fwpjioM8Vw8&list=PLBGGrOGSp6gvCPmawtg_NDpuTyhWaLIip&index=5


LOCTITE 97102 Semi-Automatic Controller 
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Application Field
The Semi-Automatic Controller 97102controls the exactapplicationof LOCTITE
Productsfrom aproductreservoirby meansof adispensingvalve.

Operation
The LOCTITE97102 semi-automatic controller has been designedfor precision
dispensing. Thedigital pressuredisplayanddigital time rangingfrom 0.04 to 99.9
secondsallowsthe operator to makepin-point accuratedepositswhenapplyinga
wide rangeof fluids from low to high viscosity. Thiscontroller canbe interfaced
with various LOCTITEreservoirs and valves to make a complete dispensing
system. Thesemi-automaticcontroller controls the selecteddispensingpressure
in the reservoirand the pneumaticoperationof the dispensevalveaccordingto
the selecteddispensingtime. The start signal for dispensingis provided by an
externalfootswitchor fingerswitch. Errormessagesareshownon a digital display
andareaccompaniedby anaudiblealarm.

Technical Data

Dimensions 145 mm (W) x 230 mm (H) x 260 mm (D)

Weight 2.8 kg

Power Supply 90 ς260 VAC; 47 ς63 Hz

Power Consumption Approx. 40 W

Compressed Air Supply min. 2 bar (29 psi); max. 12 bar (174 psi)

Pneumatic Hose
ÁControl Air Connection 

O.D.
6 mm +0.05 -0.10

ÁDispensing Valve O.D. 4 mm +0.05 -0.10

ÁReservoir O.D. 6 mm +0.05 -0.10

Continuous Sound 
Pressure Level

< 70 dB(A)

Items supplied
97102 Semi-Auto Controller, Power cord, Pneumatic tubing OD 6mm x 
1.2m, Operating Manual

Click here to watch the demo video!

https://www.youtube.com/watch?v=0udAz6sdFhQ&list=PLBGGrOGSp6gvCPmawtg_NDpuTyhWaLIip&index=20


LOCTITE 97152 Dual Channel Controller
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Application Field
The LOCTITEDual-Channel Controller 97152 is a versatile multi-functional
controller for actuating1ς2 dispensingvalvesaswell asappropriateperipheral
equipment such as reservoir,advancingslide, rotorspray, on-line flow monitor
etc.!

Operation
The LOCTITEDual ChannelController 97152 utilizes the latest microprocessor
technology to create a user-friendly control system for workstations in
manufacturingenvironments. The controller is made up of a micro-controller
core, a user interfacekeypadand graphicLCDdisplay. A solenoidvalvemodule
and a precision pressure regulator are integrated into the unit; an external
solenoidvalvemodulemaybe connectedasanadditionaloption.

Multiple interfaces allow easy connection to peripheral devices (valves,
reservoirs,dispenseand flow monitors or PLC). The keypadallows the user to
easily change dispense time, pressure, and mode of operation settings. All
adjustmentsandthe systemstatusoverviewaredisplayedon the screen. Up to 4
different dispenseapplicationswith different dispenseparameterscanbe setand
stored. Theseapplications,asstored for a maximumof 4 different parts, canbe
actuatedvia the keyboardor throughthe primarycontroller.

Benefits
ÁConvenient setup and programming of even complex dispense stations.

ÁAutomatic sequencing of advance slide, rotorsprayand dispense valve.

ÁMaximum process quality by control of time, pressure and optionally flow.

ÁPIN-locking option for setup parameters.

ÁFull integration capability into highly automated production systems.

Technical Data

Dimensions 150 (W) x 230 (H) x 270 (D) mm

Weight 3.0 kg

Power Supply 100-240 VAC; 50/60 Hz

Power Consumption approx. 60 W

Internal Control Voltages 5 VDC; 24 VDC

Pneumatic Supply min. 2 bar; max. 10 bar

Quality filtered 10 ˃ Ƴ, oil-free, non-condensing

Adjustment Range of the 
pressure Regulator

0.1 ς7.00 bar

Pressure Indication 0.1 ς7.00 bar

Pneumatic Hose Size, P inID Ø 4 mm ; OD Ø 6 mm

Pneumatic Hose Size, to 
connect reservoir

ID Ø 4 mm; OD Ø 6 mm

Items supplied
97152 Dual Channel Controller, Power cord, airline 6 mm, operation 
manual

Click hereto watchthe demovideo!

https://www.youtube.com/watch?v=U9t5fViXodI&list=PLBGGrOGSp6gvCPmawtg_NDpuTyhWaLIip&index=9


LOCTITE 97204 Solenoid Valve Module 
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Operation
Electromagneticvalvesare combinedinto a valvearraywith commonair supply,
eliminating complexpneumatic lines and making installation of the unit much
easier. Thefour-channelLOCTITE97204solenoidvalvemodulebringspneumatic
energycloseto the dispensingvalvesand provideselectricalconnectionsfor 2
Rotorspraysand2 advancingslidesincludinglimit switches.

Benefits

4 independent 5/2-way solenoid valves

Á2 electrical outputs for rotorsprays

Á4 electrical inputs for limit switches

Á1 central multipole connector to automatic controller 97152

Technical Data

Dimensions 132 mm (W) x 73 mm (H) x 210 mm (D)

Weight 2.5 kg

Air Input 2 ς8 bar, filtered to maximum of 10 ˃Ƴ

Items supplied 97204 Solenoid valve module



LOCTITE 97118 Advancing Slide 50 mm
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Application Field
With the LOCTITE97118AdvancingSlide,a dispensingvalveor a rotorspraywith
dispensingvalvecanbe movedexactlyandvibration-free to a defineddispensing
positionandreturned to its initial position.

Benefits
ÁAllows simple and precise positioning of valves and rotorsprays

ÁAir flow controls to adjust advance and retract speed

ÁEasy installation with Automatic Controllers 97152

ÁReed switch with 4-pin M12 circular connectors for sensing the two end 
positions

Technical Data

Weight 50mm / 100mm 1.3 kg / 1.5 kg

Rated Voltage, proximity 
switch

24 VDC/AC

Pneumatic Supply, 
Cylinder

Max. 10 bar (145 PSI)

Items supplied Advancing slide, Connection kit, Operating Manual



LOCTITE 97115 Rotorspray
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Application Field
LOCTITE97115 Rotosprayis used to apply LOCTITEproducts to the interior
cylindrical surfacesof work pieces. The Rotorsprayis designedfor anaerobic
adhesives.

Operation
TheRotorspray97115isusedin conjunctionwith a dispensevalveto applyLoctite
anaerobic adhesives. The dispensingvalve is clamped in the holder of the
Rotorsprayso that the tip of the flexible dispensingneedle is directed to the
insideof the wetting holeson the rotor disk. TheLOCTITEController97152must
control: Switchingon/off of the Rotorsprayand the preselecteddispensingtime
after the rated rotor speedis reached.

As long as the dispensingvalve is open, the product is dispensedthrough the
wetting holesby centrifugalforce and uniformly distributed onto the cylindrical
inner surfaceof the part. In conjunctionwith anadvancingslide,reachingthe end
of the advancingmovementtriggersthe dispensing. Theheadof the Rotorspray
hasa longitudinalplay of 5 mm. Within this distance,unintentionalcontactwith
anobstaclecanbe compensatedwithout the rotor diskor the driveassemblyand
its shaftbeingdamaged.

Benefits

Accurate, controlled spray pattern

ÁHigh speed rotation for large and small rotor disks

ÁFail to spin alarm

Technical Data

Weight 0.530 kg

Standard Rotational 
speed

8,000 rpm

Adjustable Speed Range 3,500 ς8,000 rpm in steps of 500 rpm

Power Consumption Constant current ~ 0.2 A, Starting-up current up to 2 A W
Adjustable starting-up 
current

2 A

Rated monitored time to 
reach speed

0.5 sec

Adjustable monitored 
time to reach speed

No limit

Rated voltage Safety 
extra low

24 V DC

Items supplied
97115 Rotorspray, Rotor disk 10 mm & 25 mm, rotor cord, operation 
manual, different mounting clamps for all valves/pumps

Click hereto watchthe demovideo!

https://www.youtube.com/watch?v=U9t5fViXodI&list=PLBGGrOGSp6gvCPmawtg_NDpuTyhWaLIip&index=9


Application Field
The 97211 is designedspecificallyfor applicationsrequiring high accuracyin
dispensingLOCTITEadhesives. It isanideal tool for qualityassurance.

Operation
Theintegratedflow monitor of the LOCTITEcontroller 97152in connectionwith
the 97211online Preamplifiermeasuresthe dispensepressurecharacteristicby
meansof a pressuresensorand stores this parameter. The pressuresensoris
integrated in the dispensingvalve. The measuringtime correspondswith the
dispense time sequence. The controller compares the measured pressure
characteristicwith a previously stored reference characteristic,based on four
different criteria: Dispensingtime, integralof pressurecharacteristic(corresponds
with quantity of product dispensed),length of envelope curve for pressure
characteristicandcenterof gravity. If the measuredvaluesare within the pre-set
tolerance zone in comparisonto the reference value, this dispensingcycle is
recognizedasOKandthe readysignalwill be available. If the deviationis outside
the tolerancezone, this dispensingcycle is detected as an error, and a fault is
signaled. This messageis indicated on the display at the controller. It is also
providedasasignalat the PLCinterfaceof the LOCTITEcontrollers.

Benefits

Adjustable amplifying factor with LED signal strength indication

ÁPower supply to pressure-based sensor

ÁSingle channel

LOCTITE 97211 On-Line Preamplifier 
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Technical Data

Dimensions 80 mm (W) x 57 mm (H) x 141 mm (D)

Weight 0.24 kg

Power Input 24 VDC

Signal Output 1 ς10 VDC

Protection Grade IP 65

Max Length of the cable 
between Pressure Sensor 
and Preamplifier

5m

Max Length of the cable 
between Preamplifier 
and Controller

10m

Items supplied 97211 Preamplifier

Connection cord to Controller

Operating Manual

IDH 1147046
97138

u Flow Sensing Valve

Click hereto watchthe demovideo!

https://www.youtube.com/watch?v=4t6FsFvLeMU&list=PLBGGrOGSp6gvCPmawtg_NDpuTyhWaLIip&index=12


Pressure-Time Dispense Valve Selector Chart ς1K 

IDH 
88650
97121

IDH 
88643
97112

IDH 
444643
97130

IDH 
218280
98009

IDH 
318654
98013

IDH 
215846
97135

IDH 
215848
97136

IDH 
88644
97113

IDH 
88645
97114

IDH 
1153502

IDH 
315994
97664

IDH 
529491
97676

IDH 
1147046
97138

Wetted parts PTFE
POM, 
PTFE

PTFE
POM, PE-
UHMW

POM, PE-
UHMW

PTFE PTFE
POM, 
PTFE

POM,
PTFE

Stainless 
Steel

Stainless 
Steel POM

POM, PE-
UHMW

Viscosity
mPas

Low to 
medium

Medium 
to high

Low to 
medium

Low Low Low Medium
Medium 
to high

Medium 
to high

High High High Low

Flow rate Medium High Medium Low Low Medium Medium Medium High High High High Low

Recommended 
products

CA, UV, 
AN

UV, AN CA, AN

Activators, 
AN, 

Primers, 
UV

Activators, 
CA, 

Primers
AN, UV AN, UV

AN, CA, 
Epoxy, UV

AN, CA, 
Epoxy, UV

SI/MSP's SI/MSP's AN

Activators, 
AN, CA, 
Primers, 

UV

Suck-back 
feature

No Yes No No No No No Yes Yes Yes No No No

Stroke 
adjustments

No No Yes Yes Yes No No Yes Yes Yes No No Yes

CA: Cyanoacrylates; UV: UV and light curable products; AN: Anaerobics/Acrylics; *POM: Polyoxymethylene (Polyacetals), SI: Silicone, a{tΩǎ: Modified Silane -
Polymers; 
PTFE: Polytetrafluorethylene; PE-UHMW: Ultra high molecular weight polyethylene

Low viscosity up to 1.500 mPas| Mid viscosity from 1.501 - 10.000 mPas| High viscosity from 10.000 mPasƻƴǿŀǊŘǎΧ



LOCTITE 97131 Vari-Drop Applicator
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Application Field
The Vari-Dropϰ applicator is suitable for manually dispensing all LOCTITE
products that can be dispensedusing time/pressure dispensing. This covers
products with viscosities up to 80,000 mPas. The adjusting screw allows
repeatabledispensefrom light to heavybeadsor drops. Thequantity applied is
dependent on the stroke set for the trigger. Adjust the screw for the desired
amount.

Operation
When using the Vari-Drop applicator with the Manual Reservoir, screw the tank 
fitting into the tank cover and tighten with a wrench. Leave a length of tubing 
extending beyond the fitting so that the tubing stops within 2-3 cm from the 
inside bottom surface of the product container when the reservoir cover is 
closed. Then tighten the nut and ferrule assembly to hold the tubing secure. 
Follow reservoir instructions for operation

u Needle Selector

Dispense Needles, Mixers 

& Accessories



LOCTITE 97111 Hand-Held Applicator 
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Application Field
The LOCTITE97111 Hand-held Applicator is for manual dispensingof single
componentproductsup to 15,000cPsviscosity.

Operation
The LOCTITE97111 hand-held applicator is actuated by a finger trigger that is
ergonomicallydesignedfor comfort, applicationcontrol anda low actuationforce
to reducehand fatigue. It also incorporatesa suck-backfeature which prevents
dripping or stringing. Thisvalvecomesattachedto a 2 meter length of 1/4 inch
blackfeed line sono assemblyis required. If dispensingan adhesiveover 15,000
mPas, then a 3/8 inch feed line upgradekit is availablethat will allow dispensing
productsup to 50,000mPasviscosity.

Benefits
ÁErgonomically designed for hand comfort and application control

ÁLow actuation force to reduce hand fatigue

ÁDesigned with a suck-back feature for dispensing accuracy and control

ÁDispenses Loctite products up to 50,000 mPasǿƛǘƘ оκуέ ŦŜŜŘƭƛƴŜ

ÁDispenses Loctite products up to 15,000 mPasǿƛǘƘ мκпέ ŦŜŜŘƭƛƴŜ

Technical Data

Weight 0.100 kg

Pneumatic Supply Min 4 bar (60 psi), max 7 bar (105 psi)

Pneumatic Quality CƛƭǘŜǊŜŘ мл˃ƳΣ ƻƛƭ ŦǊŜŜΣ ƴƻƴŎƻƴŘŜƴǎƛƴƎ

Product Feedline 6.3 mm (1/4 in.)

Items supplied 97111 Hand-held applicator

Applicator holder

Sample needle kit

Operation Manual

u Needle Selector

Dispense Needles, Mixers 

& Accessories



LOCTITE 97130 ErgoLocValve
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Application Field
The LV Hand-Held Applicator 97130 is suitable for dispensing LOCTITE products in 
a manual or semi-automatic process. It can be used especially for CA and other 
low-pressure applications up to 2 bar (30 PSI). It is suited to Anaerobic, 
cyanoacrylate and light cure adhesives with viscosities under 10,000 mPas.

Operation
The LV Hand-Held Applicator is a normally closed, fail-safe dispensing valve with 
adjustable opening. The LOCTITE product is transported through a product 
feedline to the LV Hand-Held Applicator driven by the dispensing pressure in the 
product reservoir. The opening of the valve takes place by pressurizing an internal 
single acting cylinder. The rod pulls open and permits the fluid to flow through 
the product chamber. Closing of the valve is achieved by removing the air supply 
and spring force. On closing a piston at the end of the valve seals against a valve 
seat preventing any leakage of adhesive.

Within the shut off valve assembly, PTFE material is used for the area in contact 
with the adhesive to prevent curing of adhesive in this part of the valve.

The opening of the LV Hand-Held Applicator 97130 is pneumatically controlled. 
The start is initiated by footswitch or finger switch. The amount of product 
dispensed is controlled by: The amount of pressure in the reservoir, the length of 
time the shut off valve remains open, the stroke of the shutoff piston in the 
actuator assembly and the dispensing needle.

Benefits
ÁForward closing avoids air entrapment and potential premature curing of 

cyanoacrylates
ÁDispenses repeatable drop sizes down to 0.005 g
ÁStroke adjustment for fine-tuning dispense characteristics
ÁSlim ergonomic design greatly reduces hand fatigue

Technical Data

Dimensions 170mm (L) x 40mm (D)

Weight 0.140 kg

Fluid Pressure 4-30 psi (.25-2 bar)

Pneumatic Supply Minimumς60 psi (4.8 bar) Maximumς100 psi (7 bar)

Items supplied
97130 ErgolocǾŀƭǾŜΣ bŜŜŘƭŜ ǾŀǊƛŜǘȅ ƪƛǘΣ нƳ t¢C9 ƭƛƴŜŘ h5 ѻ  CŜŜŘƭƛƴŜΣ 
2m Pneumatic tubing, Operating Manual

Accessory Footswitch IDH 88653, FingerswitchIDH 531803

u Needle Selector

Dispense Needles, Mixers 

& Accessories

Click hereto watchthe demovideo!

https://www.youtube.com/watch?v=Hbj1UDf4ELI&list=PLBGGrOGSp6gvCPmawtg_NDpuTyhWaLIip&index=7


LOCTITE 97121 Pinch Valve Applicator
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Application Field
The LOCTITE97121 Pinchvalve is used for the exact metering of low-viscosity
cyanoacrylateadhesivesup to aviscosityof approx. 500mPas.!

Operation
The LOCTITE97121PinchValve is used for the exact metering of low-viscosity
adhesivesup to a viscosityof approx. 500mPas. With the suppliedlargerproduct
hose(diameter2.7 mm),productswith a viscosityof up to approx. 5000mPascan
be dosed. ThePinchvalveis openedpneumatically. Thedosingstart is triggered
by a foot switchor anelectricfingerswitch. Sealingin the restpositionisachieved
by squeezingthe product line by a pneumatic piston. By limiting the opening
strokeof the valve,verysmalldeliveryquantitiescanbe achieved.

Benefits
ÁErgonomic design provides comfortable handling

ÁAdhesive only contacts feedline therefore only feedline needs replacement

Technical Data

Weight 0.1 kg

Compresses Air Supply min 5 bar

Product Line inner diameter 2.4mm

Control Air outer diameter 4mm

Items supplied 97121 Pinch valve

4 x Sealing ring

tǊƻŘǳŎǘ ŦŜŜŘƭƛƴŜ мκп  

Applicator pencil

Pistol grip

Sample needle kit

Product feedline kit 2,4mm x 0,4mm

Operating Manual

u Needle Selector

Dispense Needles, Mixers 

& Accessories

Clampingsurface



LOCTITE 97112 Hand-Held Applicator 
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Application Field
The LOCTITE97112 Hand-held Applicator is for timed dispensingof single
componentadhesives.

Operation
The LOCTITE97112 hand-held applicator is actuated using a foot switch (not
included). It is ergonomicallydesignedfor comfort, applicationcontrol, anda low
actuation force to reducehand fatigue. It also incorporatesa suckbackfeature
which preventsdripping or stringing. A 2-meter, black1/4-inch feedlinedelivers
the products up to 15,000 mPasviscositythru this valve. An optional feedline
upgradekit (item # 97220) will allowdispensingof adhesivesup to 50,000mPas!

Benefits
ÁErgonomic design provides comfortable handling

ÁSuck-back feature to prevent post-dispense dripping

Technical Data

Weight 0.140 kg

Pneumatic Supply Min 4 bar (60 psi), max 7 bar (105 psi)

Pneumatic Quality CƛƭǘŜǊŜŘ мл˃ƳΣ ƻƛƭ ŦǊŜŜΣ ƴƻƴ ŎƻƴŘŜƴǎƛƴƎ

Product Feedline 6.3 mm (1/4 in.)

Items supplied 97112 Hand-held applicator

Applicator holder

Sample needle kit

Operation Manual

u Needle Selector

Dispense Needles, Mixers 

& Accessories



LOCTITE 97135/ 97136 DiaphragmDispense Valve
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Application Field
LOCTITE 97135 / 97136 Diaphragm Dispense Valve is a pneumatically activated 
dispense valve which is designed to be either mounted or hand-held in conjunction 
with pressure-time dispense systems. The Diaphragm Valve is suitable for the exact 
application of LOCTITE products. It is designed for anaerobic adhesives up to 
viscosities of 2.500 mPasfor the 97135 and higher viscosities for the 97136.

Operation
The LOCTITE product is transported through a product feedline to the Diaphragm 
valve by the dispensing pressure in the product reservoir.

At the shut off valve assembly, PTFE material is used for the area in contact with 
the adhesive to prevent curing of adhesive in this part of the Diaphragm valve.
The opening of the diaphragm valve takes place by pressuring an internal single 
acting cylinder. In the inactive position, the diaphragm valve is closed by spring 
force. A piston pushing against a diaphragm, which seals off the product bore in 
the valve, achieves sealing in idle position.The floating mounted diaphragm 
enables easy repair and service.

The amount of product dispensed is controlled by amount of pressure in the 
reservoir, length of time the shut off valve remains open and dispensing needle size.

The diaphragm valve is not suitable for moisture sensitive product like Cyanoacrylate.

Benefits

Fail-safe spring assists closing of valve upon loss of air pressure

Á Internal components are PTFE to prevent premature curing

ÁModular design and floating diaphragm allow for easy cleaning

Technical Data

Weight Filtered 10 µm, oil-free, non-condensing

Pneumatic supply Min. 5 bar (73 PSI), max. 7 bar (100 PSI)

Pneumatic Hose Size External Dia.: 4 mm, Internal Dia.: 2.5 mm

Product Feedline Standard: 1/4 inch 97135

Standard: 3/8 inch 97136

Optional: Feedline Upgrade Kit 3/8 inch

Dispensing Pressure 
Range of the Valve

0.5 bar (7 PSI) - 4 bar (60 PSI)

Items supplied
Diaphragm Dispense valve, Needle set, airline 4 mm, operation manual, 
feedlinesu Needle Selector

Dispense Needles, Mixers 

& Accessories

Click hereto watchthe demovideo!

https://www.youtube.com/watch?v=dmPJAjE2Eek&list=PLBGGrOGSp6gvCPmawtg_NDpuTyhWaLIip&index=16


LOCTITE 97113 / 97114 Stationary Dispensing Valve
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Application Field
LOCTITE 97113 / 97114 Stationary Dispense Valves are designed for pressure-time 
applications with anaerobic and light cure adhesives up to viscosities of 15,000 
mPasfor the 97113 or higher viscosities for the 97114.

Operation
The LOCTITE Stationary Applicator Valveis a slim, lightweight, patented seal-less 
dispense valve designed for pressure-time applications. This valve is modular in 
design and consists of a product shut-off valve and valve actuator, providing quick 
on-line serviceability.

This valve has an adjustable suck-back feature to eliminate stringing and dripping. 
It has a double-acting cylinder that allows for adjustable opening and closing 
times for increased dispensing control. This valve must be used in conjunction 
with a controller and product reservoir.

Benefits
ÁSlim, lightweight, seal-less 

ÁAdjustable suck-back feature eliminates stringing and dripping

ÁCan be used in stationary mounted, robotic, or hand-held applications 

Technical Data

Dimensions 163,0 mm (L) x 44,5 (Dia.) mm

Weight 0.34 kg (0.75 Ibs)

Air Input (minimum) 4 bar (60 psi)

Product Pressure 7bar (100 psi)

Feedline Inlet 1/4" 97113

3/8" 97114

Items supplied
Stationary Dispensing valve, Needle set, 2 x airline 4 mm, operation 
manual, feedline 1/4" or 3/8", kink protection springu Needle Selector

Dispense Needles, Mixers 

& Accessories

Click hereto watchthe demovideo!

https://www.youtube.com/watch?v=dmPJAjE2Eek&list=PLBGGrOGSp6gvCPmawtg_NDpuTyhWaLIip&index=16


LOCTITE 98009 Light Cure Dispensing Valve
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Application Field
LOCTITE98009LightCureDispensingValveis a normally-closeddiaphragmvalve
that provides high-resolution stroke adjustment and results in consistent flow
control. LightCureAdhesives,anaerobicretainingcompoundsand threadlockers
in a broad rangeof viscositiesfrom low to medium viscositycan be dispensed
with the LOCTITE98009valve.

Operation
TheLOCTITELightCureDispensingValveis openedvia a single-actingcylinder. In
rest positionthe dosingvalveis closed. Thesealingin the rest positionis affected
by pressureof the pistonvia a springon the diaphragm. Thediaphragmsealsthe
productbore in the valve.

An inlet pressureof 4 to 6 bar movesthe diaphragmseal,which is connectedto a
pistonrod, overa presetpath lengthso that productcanflow into the diaphragm
chamber.

Theproduct quantity is determinedby the following factors: Openingtime of the
dosingvalve,dosingpressurein the product tank, sizeof the dosingtip, strokeof
the diaphragmclosingpiston (max. 0.6 mm) and viscosityof the product to be
processed.

Benefits
ÁBubble-free, no-drip dispensing

ÁPrecision adjustment of stroke to control flow

ÁCan be used in stationary mounted, robotic, or hand-held applications 

Technical Data

Dimensions 78,5 mm (L) x 26,9 mm (D)

Weight 0.3 kg

Compressed Air Supply Minimum 5 bar (73 PSI), maximum 7 bar (100 PSI)

Pneumatic Quality Filtered 10 ˃ Ƴ, oil-free, non condensing

Hose Size, Pilot Air 
Connection

Outer Diameter 4mm, Inner Diameter 2,5

Product Hose {ǘŀƴŘŀǊŘ мκпά

Dosing Pressure Range 
of Valve

0,5 bar ς4 bar

Items supplied
98009 Light Cure dispensing valve, Needle set, airline 4 mm, operation 
manual, 1/4" feedline, fixing screwu Needle Selector

Dispense Needles, Mixers 

& Accessories

Click hereto watchthe demovideo!

https://www.youtube.com/watch?v=dmPJAjE2Eek&list=PLBGGrOGSp6gvCPmawtg_NDpuTyhWaLIip&index=16


LOCTITE 98013 Cyanoacrylate Dispensing Valve 
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Application Field
LOCTITE98013 CyanoacrylateDispensingValve is a normally-closeddiaphragm
valve that provideshigh-resolution stroke adjustment and results in consistent
flow control. It is designed for instant adhesives,retaining compoundsand
threadlockersin abroadrangeof viscositiesfrom low to mediumviscosity.

Operation
The LOCTITECyanoacrylateDispensingValve is opened via a single-acting
cylinder. In rest positionthe dosingvalveisclosed. Thesealingin the rest position
is affected by pressure of the piston via a spring on the diaphragm. The
diaphragmsealsthe productbore in the valve.

An inlet pressureof 4 to 6 bar movesthe diaphragmseal,which is connectedto a
pistonrod, overa presetpath lengthso that productcanflow into the diaphragm
chamber.

Theproduct quantity is determinedby the following factors: Openingtime of the
dosingvalve,dosingpressurein the product tank, sizeof the dosingtip, strokeof
the diaphragmclosingpiston (max. 0.6 mm) and viscosityof the product to be
processed.

Benefits
ÁBubble-free, no-drip dispensing

ÁPrecision adjustment of stroke to control flow

ÁCan be used in stationary mounted, robotic, or hand-held applications
Technical Data

Dimensions 78,5 mm (L) x 26,9 mm (D)

Weight 0.3 kg

Compressed Air Supply Minimum 5 bar (73 PSI), maximum 7 bar (100 PSI)

Pneumatic Quality Filtered 10 ˃ Ƴ, oil-free, non condensing

Hose Size, Pilot Air 
Connection

Outer Diameter 4mm, Inner Diameter 2,5

Product Hose {ǘŀƴŘŀǊŘ мκпά

Dosing Pressure Range 
of Valve

0,5 bar ς4 bar

Items supplied
98013 Cyanoacrylate Dispensing valve, Needle set, airline 4 mm, 
operation manual, 1/4" feedline, fixing screwu Needle Selector

Dispense Needles, Mixers 

& Accessories

Click hereto watchthe demovideo!

https://www.youtube.com/watch?v=dmPJAjE2Eek&list=PLBGGrOGSp6gvCPmawtg_NDpuTyhWaLIip&index=16


LOCTITE 97138 Flow Sensing Dispensing Valve 3.5 Bar 
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Application Field
LOCTITE97138 Flow SensingDispensingValve is a normally-closed diaphragm
valve that provideshigh-resolution stroke adjustment and results in consistent
flow control. It includes a PressureTransducerthat is used to measure the
pressureof the adhesiveflow which is an indicationof the flow of the adhesive.
LightCureAdhesives,retainingcompoundsandthreadlockersin a broadrangeof
viscositiesfrom low to mediumviscositycanbe dispensedwith this valve.

Operation
The LOCTITEDispensingValve is opened via a single-acting cylinder. In rest
position the dosingvalveis closed. Thesealingin the rest position is effectedby
pressureof the piston via a springon the diaphragm. The diaphragmsealsthe
product bore in the valve. An inlet pressureof 4 to 6 bar movesthe diaphragm
seal,whichisconnectedto a pistonrod, overa presetpath lengthsothat product
canflow into the diaphragmchamber. Theproductquantity is determinedby the
following factors: Opening time of the dosing valve, dosing pressure in the
product tank, sizeof the dosingtip, strokeof the diaphragmclosingpiston (max.
0.6 mm) andviscosityof the product to be processed. Thedispensingvalve97138
canonly be usedin conjunctionwith the preamplifier97211andthe control units
97152.

Benefits
ÁOnline monitoring of adhesive flow to confirm process quality bubble-free, 

no-drip dispensing

ÁPrecision adjustment of stroke to control flow

ÁCan be used in stationary mounted, robotic, or hand-held applications 

Technical Data

Dimensions 78,5 mm (L) x 26,9 mm (D)

Weight 0.3 kg

Compressed Air Supply Minimum 5 bar (73 PSI), maximum7 bar (100 PSI)

Pneumatic Quality Filtered 10 ˃ Ƴ, oil-free, non condensing

Hose Size, Pilot Air 
Connection

Outer Diameter 4mm, Inner Diameter 2,5

Product Hose {ǘŀƴŘŀǊŘ мκпά

Dosing Pressure Range of 
Valve

0,5 bar ς4 bar

Items supplied
97138 Flow Sensing Valve (including 3.5 bar Pressure sensor and cable), 
Needle set, airline 4 mm, operation manual, 1/4" feedline, fixing screw

u Needle Selector

Dispense Needles, Mixers 
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Click hereto watchthe demovideo!

https://www.youtube.com/watch?v=4t6FsFvLeMU&list=PLBGGrOGSp6gvCPmawtg_NDpuTyhWaLIip&index=12&t=24s


LOCTITE 97664 Shut-Off Valve for Silicones 
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Application Field
The 97664 Shut-Off Valve is designed for dispensing LOCTITE silicones.

Operation
The LOCTITE97664Shut-off Valvefor Siliconesis used in combinationwith an
EccentricRotor Pump for dispensingsilicones. It opensand shuts by a double
acting cylinder. Additionally if the air supply is switchedoff it closesby spring
force. This prevents the running out of the adhesive. The valve is mounted
directlyat the rotor pump. Differentdispensingnozzlesareavailableaccordingto
the application. A pressuresensorfor monitoringthe dispensingcanbe mounted
directly to the Shut-Off valve.

Technical Data

Weight 0.6 kg

Pneumatic Supply min. 5 bar (73 PSI) ςmax. 10 bar (145 PSI)

Pneumatic Tube Size External Dia. 4 mm, internal Dia. 2.5 mm

Connection Thread 
Feedline/Pump

G ¼"

Max. Product Pressure 40 bar (580 psi)

Quality of Air Pressure Filtered oil-free or filtered oiled

Items supplied 97664 Shut-Off valve (Needle must be ordered separately)



LOCTITE 97676 Shut-Off Valve for Anaerobics
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Technical Data

Weight 0.5 kg

Pneumatic Supply min. 5 bar (73 PSI) ςmax. 10 bar (145 PSI)

Pneumatic Tube Size External Dia. 4 mm, internal Dia. 2.5 mm

Connection Thread 
Feedline/Pump

G ¼"

Max. Product Pressure 40 bar (580 psi)

Quality of Air Pressure Filtered oil-free or filtered oiled

Items supplied 97676 Shut-Off valve (Needle must be ordered separately)

Application Field
The97676Shut-Off Valveisdesignedfor dispensingLOCTITEanaerobicadhesives.

Operation
TheLOCTITE97676Shut-off Valvefor Anaerobicsis usedin combinationwith an
EccentricRotorPumpfor dispensingAnaerobicadhesives. It opensandshutsby a
double acting cylinder. Additionally if the air supply is switchedoff it closesby
springforce. Thispreventsthe runningout of the adhesive. Thevalveis mounted
directlyat the rotor pump. Differentdispensingnozzlesareavailableaccordingto
the application. A pressuresensorfor monitoringthe dispensingcanbe mounted
directly to the Shut-Off valve.



LOCTITE High Pressure 150bar/3mm Dispense Valve
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Technical Data

Weight 0.68 kg

Pneumatic Supply min. 4 bar (55 PSI) ςmax. 6 bar (85 PSI)

Pneumatic Tube Size External Dia. 4 mm, internal Dia. 2.5 mm

Max. Product Pressure 150 bar (2185 psi)

Quality of Air Pressure Filtered oil-free or filtered oiled

Items supplied
150 bar dispense valve, Fluid inlet/outlet fittings, air input fitting, 
2 metre airline (Needles must be ordered separately)

Application Field
The 1153502 High pressure 150bar/3mm Dispense Valve is designed for
dispensingLOCTITEsiliconesat highpressure.

Operation
TheLOCTITEHighPressureDispenseValveis a double-actingdispensevalvethat
is used to dispensehigh viscosityadhesiveswhen pumped from pail and drum
pumpsystems. Thisstainlesssteeldispensevalveiscompatiblewith silicones,MS
polymers,andurethaneproducts. It featuressuck-backcapabilityandcanoperate
at fluid pressuresup to 2175psi. (150bar).

ÁHandles high viscosity adhesives approx. 500,000 to 2,000,000 mPas.

ÁStainless steel valve ensures long term, durable dispensing performance. 

ÁBubble-free, no-drip dispensing with suck-back control. 

ÁLightweight and durable; can be mounted or comfortably handheld. 

ÁHigh resolution stroke adjustment 

ÁDouble acting - air to open; air to close. 

ÁOperates at fluid pressures up to 2175 psi. (150 bar). 

u Needle Selector

Dispense Needles, Mixers 

& Accessories



Start Signal Options

IDH 529887
Proximity Switch Unit 

(capacitive)

IDH 530015
Proximity Switch Unit

(inductive)

IDH 88653

97201 Footswitch

IDH 142644
97236

Fingerswitch for 
Pinch Valve

IDH 531803
97293

Fingerswitch for
Ergolocvalve

Start Signal Options



LOCTITE Footswitch
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Application Field
TheLOCTITEFootswitchis designedfor to initiate LOCTITEDispenseand Curing
equipment.

Operation
TheLOCTITEFootswitchisusedin combinationwith LOCTITEDispenseandCuring
equipment. It connectsto the equipmentviaastandardMale9 pin Dconnector.

It provides a start signal to each dispense/cureequipment and enables the
operatorto keephandsfree for other assemblytasks.

Technical Data

Weight 0.6 kg

Electrical connector Standard male 9 pin D connector 

Items supplied 97201 Footswitch



LOCTITE Fingerswitchfor ErgolocValve 
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Application Field
The97293fingerswitchis designedto be used in conjunctionwith the LOCTITE
ErgolocValve(IDH444743).

Operation
Anergonomicallydesignedfingerswitchconnectsdirectly to the ErgolocDispense
Valve. Thisprovidesan idealmethod for initiating a dispensecyclewhere trigger
initiation ispreferred.

The fingerswitchinterfaces directly with standard Loctite control units by means 
ƻŦ ŀ Ψ5Ω ǇƭǳƎ ŎƻƴƴŜŎǘƻǊΦ

Technical Data

Weight 0.06 kg

Electrical Connection Standard male 9 pin D connector 

Items supplied 97293 fingerswitch with integrated connector cable



LOCTITE Fingerswitchfor Pinch Valve
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Application Field
The97236fingerswitchis designedto be used in conjunctionwith the LOCTITE
PinchValve(IDH88650).

Operation
An ergonomicallydesignedfingerswitchconnectsdirectly to a PinchValvePencil
Applicator. Thisprovidesan ideal method for initiating a dispensecyclewhere
trigger initiation ispreferred.

Thefingerswitchinterfacesdirectly with standardLoctitecontrol units by means
of aΨ5Ωplugconnector.

Technical Data

Weight 0.14 kg

Electrical Connection Standard male 9 pin D connector 

Items supplied 97236 fingerswitch with integrated connector cable



LOCTITE Proximity Switch Stand (Inductive)
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Application Field
TheLOCTITEProximityswitch stand(Inductive)is designedto initiate a dispense
cycle when the sensoris contacted by metal parts. The sensoris located in a
fixture arrangementto enableparts to be presentedin a consistentposition to
enableadhesiveto beappliedin the sameposition.

Operation
TheLOCTITEProximityswitch stand(Inductive)is designedto be usedin a semi
automaticwork environmentwhere an operator presentsa componentinto the
ΨǾŜŜΩblock, when the component is detected by the proximity switch the
dispensecyclewill be initiated. Adhesivewill then be accuratelyappliedfrom the
dispensevalve. Thevalveissoldseparately.

Technical Data

Weight 0.6 kg

Electrical connection Standard male 9 pin D connector 

Items supplied Proximity stand and Inductive sensor (Valve must be ordered separately)

Click hereto watchthe demovideo!

https://www.youtube.com/watch?v=4t6FsFvLeMU&list=PLBGGrOGSp6gvCPmawtg_NDpuTyhWaLIip&index=12&t=37s


LOCTITE Proximity Switch Stand (Capacitive)
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Application Field
TheLOCTITEProximityswitchstand(Capacitive)is designedto initiate a dispense
cyclewhenthe sensoriscontactedby nonmetallicparts. Thesensoris locatedin a
fixture arrangementto enableparts to be presentedin a consistentposition to
enableadhesiveto beappliedin the sameposition.

Operation
TheLOCTITEProximityswitchstand(Capacitive)is designedto be usedin a semi
automaticwork environmentwhere an operator presentsa componentinto the
ΨǾŜŜΩblock, when the component is detected by the proximity switch the
dispensecyclewill be initiated. Adhesivewill then be accuratelyappliedfrom the
dispensevalve. Thevalveissoldseparately.

Technical Data

Weight 0.6 kg

Electrical connection Standard male 9 pin D connector 

Items supplied Proximity stand and Inductive sensor (Valve must be ordered separately)

Click hereto watchthe demovideo!

https://www.youtube.com/watch?v=4t6FsFvLeMU&list=PLBGGrOGSp6gvCPmawtg_NDpuTyhWaLIip&index=12&t=37s


Additional Dispensing Tips and Mixer Nozzles

Illustration Item No. Order No. Pack Size Description

97263 218287 40pcs
10ml black syringe barrel kit, for UV and light 
cure adhesives

97208 88657 2 pcs 10ml syringe airlineadapter

97244 88677 20pcs 30ml clearsyringebarrelkit

97264 218286 20pcs
30ml black syringe barrel kit, for UV and light 
cure adhesives

97245 88678 2 pcs 30ml syringe airlineadapter

97290 397462 50pcs All plastic precision dispensing tip, 20 gauge

n.a. 2900614 12 pcs Static mixer for epoxy and PU in 50ml, SQ 24

984570 1487439 10pcs {ǘŀǘƛŎ ƳƛȄŜǊ ŦƻǊ ŜǇƻȄȅ ƛƴ нлл κ пллml, SQ 7.5-24

1034575 1034575 10pcs
Static mixer MBX 6.5-20-S 10:1 for LOCTITE AA 
3038

n.a. 2447734 10pcs
Spray mix nozzlefor LOCTITE PC 7255 MFQ-08-
24C-13

8953186 1104046 10pcs
{ǘŀǘƛŎ ƳƛȄŜǊ пΥм κ млΥм ŦƻǊ плл κ пфлml, 
MCX 08-18

n.a. 1646832 10pcs
Static mixer 1:1 for acrylics in 50 ml MAH 05-07 
(ie Loctite AA 3295)

98457 720174 10pcs {ǘŀǘƛŎ ƳƛȄŜǊ мΥм κ нΥм ƛƴ нлл κ пллml, MC 8-24

863585 367545 10pcs
Static mixer 1:1 for MS polymers in 410ml, MC 
13-18

8953187 1104047 10pcs
{ǘŀǘƛŎ ƳƛȄŜǊ пΥм κ млΥм ƛƴ плл κ пфлml, MCX 08-
24

8955989 1453183 10pcs
Static mixer for LOCTITE 3090 and LOCTITE 
4070, MLX 2.5-16-5

n.a. 1826921 10 pcs {ǘŀǘƛŎ ƳƛȄŜǊ мΥм κ нΥм ƛƴ рлml, MBH 3.2-16 S

n.a. 1573153 10 pcs {ǘŀǘƛŎ ƳƛȄŜǊ мΥм κ нΥм ƛƴ рлml, MBQ 5.0-24 L

n.a. 1573135 10 pcs Static mixerмΥм κ нΥм ƛƴ пллml, MFH 6.0-24 T

Dispense Needles, Mixers and Accessories

Illustration / Example Item No. Order No. Pack Size Colour Gauge
Inner Ø, 

mm

Flexible DispensingTips: DispensingNeedle, Polypropylene(PPF), HelicalThread

97229 142640 50 pcs Amber 15 1.37

97230 142641 50 pcs Green 18 0.84

97231 142642 50 pcs Pink 20 0.61

97232 142643 50 pcs Red 25 0.25

TaperedDispensingTips: DispensingNeedle, Polyethylene ςConical(PPC), Luer-Lock

97221 88660 50 pcs Grey 16 1.19

97222 88661 50 pcs Green 18 0.84

97223 88662 50 pcs Pink 20 0.61

97224 88663 50 pcs Blue 22 0.41

High Precision Dispensing Tips: Dispensing Needle, Stainless Steel Standard (SSS), Luer-Lock

97225 88664 50 pcs Amber 15 1.37

97226 88665 50 pcs Green 18 0.84

97227 88666 50 pcs Pink 20 0.61

97228 88667 50 pcs Red 25 0.25

Additional Dispensing Tips and Mixer Nozzles

Illustration Item No. Order No. Pack Size Description

98741 1146079 50 pcs
Dispensing needle, stainless steel ς
PTFE-lined (SSTL), 25 gauge

97262 218288 2 each
Needle selection pack: 2 each of a 
variety of dispensing needles

97248 218275 50 pcs Luer-Lock® tip caps

97233 88672 20 + 5pcs
Luer-Lock® adapterkit: 20 Luer-Locks® 
and 5 adapters

97207 88656 40 pcs 10ml clearsyringebarrelkit

Deviations in form and colourare possible without impact on the performance



IDH 1880232
RC15

IDH 135557
97115

IDH 2636370
EQ RC 24

Eccentric rotor Pumps

Volumetric Dispensing Systems ς1K

IDH 360442
97124

IDH 854181
97631

IDH 135550
97102

IDH 2265279
PU20

IDH 2084141
VA20

IDH 1196160
97611

IDH 1741601
97621

IDH 1153502
150 bar HP Valve

Dispense Needles, 
Mixers & Accessories

Start Signal options

IDH 529491
97676

IDH 315994
97664

IDH 2333708
VA40

IDH on demand
97560

IDH 2814023
RC32

IDH 2830690
RC34

IDH 2814024
RC 50
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LOCTITE RC32 Automatic Reservoir SP
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Application Field
The LOCTITEEQRC32 Automatic Reservoiris equippedwith a singlepoint low
level sensorthat sendsan electronicsignalto a LOCTITEbrand controller and is
typicallyintegratedinto a dispensingsystemthat consistof a dispensingvalveand
one of thesecontrollers. Thereservoircan be applieddirectly from the original
250ml, 500gr,1 liter, 2 kgand200gr adhesivepackages.

ProductFeatures
ÁModular design allows user to build suited application process

ÁOperational with manual, semi-automatic and automatic controllers

ÁLow level sensor alarm provides warning for adhesive bottle replacement

Á Integrated solenoid vent valve

Technical Data

Dimensions 0,5l 214 mm x 366 mm x 363 mm (W x D x H)

Weight 4.0 kg

Internal Control Voltages 24 VDC

Pneumatic Supply
Clean, dry air not exceed 8 bar (116 psi) and filtered with a maximum of 
10 micron

Pneumatic Hose Size External dia. 6 mm

Items supplied
hǇŜǊŀǘƛƻƴ aŀƴǳŀƭΣ wŜǎŜǊǾƻƛǊ ¢ŀƴƪ CƛǘǘƛƴƎ мκпέ bt¢ ŀƴŘ ǘǳōƛƴƎύΣ ¢ŀƴƪ 
/ƻǊŘΣ .ƻǘǘƭŜ IƻƭŘŜǊΣ мκпέ bt¢ ǘƻ с ƳƳ ƛƴƭŜǘ ǎǳǇǇƭȅ ƭƛƴŜ ŎƻƴƴŜŎǘƻǊΣ !ƴǘƛ-
bubbler Fitting and Tube Kit, Tube of silicone grease, Bottle spacerdisc



LOCTITE RC34 Automatic Reservoir DP
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Application Field
TheLOCTITEEQRC34 AutomaticReservoirDPis equippedwith an analoguelow
level sensorthat sendsan electronicsignalto a LOCTITEbrand controller and is
typicallyintegratedinto a dispensingsystemthat consistof a dispensingvalveand
one of thesecontrollers. Thereservoircan be applieddirectly from the original
250ml, 500gr,1 liter, 2 kgand200gr adhesivepackages.

ProductFeatures
ÁModular design allows user to build suited application process 

ÁOperational with manual, semi-automatic and automatic controllers

ÁLow level sensor alarm provides warning of low level and empty for adhesive 
bottle replacement

Á Integrated solenoid vent valve 

Technical Data

Dimensions 0,5l 214 mm x 366 mm x 363 mm (W x D x H)

Weight 4.0 kg

Internal Control Voltages 24 VDC

Pneumatic Supply
Clean, dry air not exceed 8 bar (116 psi) and filtered with a maximum of 
10 micron

Pneumatic Hose Size External dia. 6 mm

Items supplied
hǇŜǊŀǘƛƻƴ aŀƴǳŀƭΣ wŜǎŜǊǾƻƛǊ ¢ŀƴƪ CƛǘǘƛƴƎ мκпέ bt¢ ŀƴŘ ǘǳōƛƴƎύΣ ¢ŀƴƪ 
/ƻǊŘΣ .ƻǘǘƭŜ IƻƭŘŜǊΣ мκпέ bt¢ ǘƻ с ƳƳ ƛƴƭŜǘ ǎǳǇǇƭȅ ƭƛƴŜ ŎƻƴƴŜŎǘƻǊΣ !ƴǘƛ-
bubbler Fitting and Tube Kit, Tube of silicone grease, Bottle spacerdisc



LOCTITE RC50 Integrated Dispenser I4.0
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Application Field
TheLOCTITEPULSEEQRC50IntegratedSemi-AutomaticDispensercombinesboth
a dualchanneldispensecontrolleranda reservoirinto a singleunit. Thedispenser
provides two independent digital timing channelsthat provide control of two
pneumaticoutputs. Theseoutputs canbe usedto control dispensevalvesor any
other pneumaticdevice. Thedispensercan be actuatedeither by the start/stop
button on the front touchpanel,a footswitch(included),or externalstart signal. It
is capableof operatingin a timed or continuousmodefor dot or beaddispensing
applications. Thereservoircanaccommodate50 ml, 250 ml, 500 gr, 1 liter, 2 kg
and 200 gr adhesivepackageswhich deliver adhesiveto dispensingvalves. The
reservoir is suitable for manual workstations as well as integration into
automatedproduction lines. Thedispenserincludesan integratedΨLƴŘǳǎǘǊȅ4.0Ω
function to enableremotecommunicationviaWi-Fi,Bluetoothor ethernet.

ProductFeatures

ÁControls up to two dispense valves

ÁTwo independent digital timing channels

ÁLow level sensor alarm provides warning for adhesive bottle replacement

ÁLƴǘŜǊŦŀŎŜ ŎƻƴƴŜŎǘƛƻƴǎ ŦƻǊ ŎǳǎǘƻƳŜǊΩǎ t[/ ǘƻ ƛƴŘƛŎŀǘŜ ǊŜǎŜǊǾƻƛǊ ƭƻǿ ƭŜǾŜƭ 
condition and cycle complete signal

ÁUser friendly HMI included with easy-to-use large touch panel for entering 
values

ÁEquipped with a 0 to 7 bar (0-100psi) digital pressure regulator (electronic 
proportional valve)

ÁDigital pressure gauge included 

ÁTime range is adjustable from 0.01 to 99.99 seconds

ÁTimed and continuous mode options can be selected

ÁManual button for purging adhesive from valves

ÁPowerful I4.0 function - Provides convenient remote user access in real time via 
Wi-Fi, Bluetooth, or Ethernet

Technical Data

Dimensions 214 mm x 366 mm x 363 mm (W x D x H)

Weight 5.0 kg

Internal Control Voltages 24 VDC

Input Voltage 100-240 VAC, 50-60 Hz

Power Connections
Plug Ends for North America, Japan, Continental Europe, UK, Australia and 
China

Pneumatic Hose Size External dia. 6 mm

Items supplied
Operation Manual, Universal Power AC Adapter, Footswitch, Reservoir 
¢ŀƴƪ CƛǘǘƛƴƎ мκпέ bt¢ ŀƴŘ ǘǳōƛƴƎύΣ .ƻǘǘƭŜ IƻƭŘŜǊΣ мκпέ bt¢ ǘƻ с ƳƳ ƛƴƭŜǘ 
supply line connector, Anti-bubbler Fitting and Tube Kit, Bottle spacerdisc



LOCTITE 97124 2 L Bag Dispenser
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Application Field
TheBagReservoir97124is suitablefor the applicationof LOCTITEadhesiveswith
a dispensingvalve at workstations such as in workshops, laboratories, and
industrial installations.

Operation
TheLOCTITE971242l BagDispenserdispensesLOCTITEadhesiveby air pressure.
After a 2l bagpackageof LOCTITEadhesivehasbeenloadedto the reservoir,it is
pressurizedfrom a LOCTITEController using clean, filtered dry air. The air
pressureinside the vesselpressesthe product out of the bag packagewithout
mechanicalstress. The dispensingpressure(regulatedair from the controller)
squeezesthe bagand transportsthe product through the piercingelement, the
product fitting andthe feedlineto the dispensingvalve. An integratedpneumatic
cylinderpressesa pusherplate againstthe bag in a controlled way. Thisaction
avoidstwisting andclosingof the bag.

Benefits

Considerable reduction of packaging waste by using a 2-litre product bag

ÁAutomatic ventilation by solenoid valve in connection with controllers 97102 
or 97152

ÁNo contamination as product remains in original container

Technical Data

Dimensions 187 mm (W) x 690 mm (H) x 238 mm (D)

Weight 13.0 kg

Pneumatic Supply Min. 4 bar (58 PSI), max. 8 bar (115 PSI)

Pneumatic Quality Filtered 10 µm, oil-free, non-condensing

Over-Pressure Safety min. 9 bar (130.5 PSI); max. 12.5 bar (174 PSI)

(rupture disc) Tightening torque of the rupture disc max. 20 Nm

Items supplied
фтмнп н[ .ŀƎ 5ƛǎǇŜƴǎŜǊΣ ¢ŀƴƪ ŎƻǊŘΣ tǊƻŘǳŎǘ ŦƛǘǘƛƴƎ мκп Σ tƛŜǊŎƛƴƎ ŜƭŜƳŜƴǘ 
5mm, Reservoir tubing set, Operating Manual



LOCTITE 97631 300 ml Cartridge Dispenser 
ID

H
 8

5
4

1
8

1

Application Field
The LOCTITE 97631 Cartridge Dispenser 97631 is used to dispense bubble 
minimized LOCTITE products in 300 ml cartridges such as Gel-CA, Anaerobics, 
Epoxies and Silicones. In connection with a dispensing valve or eccentric rotor 
pump it can be used in transfer lines, manual or automatic workplaces.

Operation
The LOCTITE 97631 300 ml Cartridge Dispenser should be pressurized from a 
LOCTITE controller with max. 4 bar (58 PSI). The piston of the pneumatic cylinder 
presses the product out of the cartridge and forces it through the feedline to the 
dispensing valve/eccentric rotor pump. When connected to a Controller 97152, 
the regulated air pressure is available at the unit when the controller is switched 
on. The piston can be switched to the forward position, "keep in position" or 
piston backwards. It will be depressurized automatically when the controller is 
switched off. No movement of the piston is possible.

Technical Data

Dimensions 960mm (L) x 210 mm (W) x 234 mm (H)

Weight 11.6 kg

Pneumatic supply Regulated air pressure (I) from the controller

Pressure input limit max. 4 bar (58 PSI)

(maximum feed pressure)

Pneumatic Hose OD 6 mm , ID 4 mm

Product Feedline {ǘŀƴŘŀǊŘ h5 ҃Ϧ

Product Fitting Thread {ǘŀƴŘŀǊŘ D ҃Ϧ

Items supplied
300ml Cartridge dispenser, Pushers (for Al, Semco, Ritter & Fischbach 
cartridges), Adaptors (for Al, Semco, Ritter & Fischbach cartridges), OD 
6mm airline x 2m, Sleeve for Al cartridge, Operating Manual



LOCTITE 97560 Extrusion Pump26:1
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Application Field
TheExtrusionPump26:1 is a high-pressurepneumaticpump usedfor extrusion
and transfer of high viscous and paste products. The pump is essentially
constitutedof an air motor andthe pumpinggroup,mountedon a ram. In the air
motor, compressedair causesthe vertical reciprocatingmovementof the motor
piston; this movement is transmitted through a connectingrod to the material
pumpingpistonendingwith a shovelplateallowingto suckveryviscousproducts.
The shovel plate (follower plate) is supplied with a series of gasketsable to
protect the product contained in the pail from powder, moisture and drying
processcausedby the touch with air. The use of the ram enablesto drive the
suckingunit of the pump during the product intake phasedirectly into the 20Қ
pails. Theram canautomaticallycompensatethe shovelplate descentduringthe
useof the product. Thissystemallows lifting of the extrusionpump for a quick
replacementof the pail when it is empty. The ratio 26:1 meansthat the outlet
pressureof product is 26 times higher than the pump feed air pressure. In order
to ensurebest product compatibility, the pumping group and sealingballs are
madefrom stainlesssteel.

PleaseconsultTCSExpertsfor further information (Level3 Support)!

Technical Data

Dimensions 800 mm (L) x 600 mm (W) x 1800mm (H)

Weight 67 kg

Pneumatic supply Max. 7 bar (100 psi)

Pressure input min max. 3.5 bar (50 psi)

Material Outlet D оκпά female

Maximal Output Pressure 182 bar (2730 psi) for 26:1

Max product flow rate 4 liter/min (26:1) 



LOCTITE 97102 Semi-AutomaticController 
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Application Field
The Semi-Automatic Controller 97102controls the exactapplicationof LOCTITE
Productsfrom aproductreservoirby meansof adispensingvalve.

Operation
The LOCTITE97102 semi-automatic controller has been designedfor precision
dispensing. Thedigital pressuredisplayanddigital time rangingfrom 0.04 to 99.9
secondsallowsthe operator to makepin-point accuratedepositswhenapplyinga
wide rangeof fluids from low to high viscosity. Thiscontroller canbe interfaced
with various LOCTITEreservoirs and valves to make a complete dispensing
system. Thesemi-automaticcontroller controls the selecteddispensingpressure
in the reservoirand the pneumaticoperationof the dispensevalveaccordingto
the selecteddispensingtime. The start signal for dispensingis provided by an
externalfootswitchor fingerswitch. Errormessagesareshownon a digital display
andareaccompaniedby anaudiblealarm.

Technical Data

Dimensions 145 mm (W) x 230 mm (H) x 260 mm (D)

Weight 2.8 kg

Power Supply 90 ς260 VAC; 47 ς63 Hz

Power Consumption Approx. 40 W

Compressed Air Supply min. 2 bar (29 psi); max. 12 bar (174 psi)

Pneumatic Hose
ÁControl Air Connection 

O.D.
6 mm +0.05 -0.10

ÁDispensing Valve O.D. 4 mm +0.05 -0.10

ÁReservoir O.D. 6 mm +0.05 -0.10

Continuous Sound 
Pressure Level

< 70 dB(A)

Items supplied
97102 Semi-Auto Controller, Power cord, Pneumatic tubing OD 6mm x 
1.2m, Operating Manual

Click hereto watchthe demovideo!

https://www.youtube.com/watch?v=0udAz6sdFhQ&list=PLBGGrOGSp6gvCPmawtg_NDpuTyhWaLIip&index=20


LOCTITE EQ RC15 Compact Rotor Pump Controller
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Application Field
LOCTITEEQRC15 CompactRotor PumpControllerprovidesall control required
for both the 97611 and 97621 CompactRotor Pumps. This controls all the
dispensingparameterssuchas; Pumpspeed,volumedispense,reservoirpressure
and Rotorspray control (if used). The application field depends on the
supplementaryequipment.

Operation
TheEQRC15 unit controls the drive of a connectedrotor pump in a way that a
precisedosageismadeuponasimpledigital start signal.

For different dosingapplicationsit is possibleto store up to 3 programsin the
RC15 controller. Thesecan be accessedvia separatedigital start signalsof a
higher-rankingcontroller.

The EQ RC15 controller provides digital output signals to the higher-level
controller to indicate the statusof the dosingsystemaswell as the level of the
reservoir. For manual workstations without higher level control, the EQ RC15
systemcan be started with a simple foot switch. The status is shown on the
displaywith easyto understand,user friendly icons. Dosingparameterscan be
adjustedvia the graphicaluser interfacedependingon the operatingmode: flow
rate for dispensing,dispensingquantity or dispensingtime.

Benefits

Menu navigation is easy and allows users to select either the amount of product 
dispensed (in ml) or the dispense rate (in ml / min)

ÁHigh accuracy +/-1%

ÁReversible direction of flow (suck-back) allows for an exact stoppage of the 
product flow

ÁUseful for all kinds of applications: drops, beads, potting

Technical Data

Weight ~ 2.3 kg

Compressed air supply min. 4 bar (72 PSI), max. 6 bar (116 PSI)

Pneumatic Quality filtered 10 µm, oil-free, non-condensing

Power Supply 110 ς240V AC 50/60 Hz, 100 W

Pneumatic hose, control 
air connection O.D.

6 mm

Pneumatic Hose, 
reservoir connection O.D.

6 mm

Items supplied
EQ RC15 Compact Rotor Pump Controller, Power cord, operation manual, 
airline 6 mm, calibration pipette

Clearance 

ca. 6 inch

Click hereto watchthe demovideo!

https://www.youtube.com/watch?v=geZQcP6xWL0&list=PLBGGrOGSp6gvCPmawtg_NDpuTyhWaLIip&index=11&t=16s


LOCTITE 97115 Rotorspray
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Application Field
LOCTITE97115 Rotosprayis used to apply LOCTITEproducts to the interior
cylindrical surfacesof work pieces. The Rotorsprayis designedfor anaerobic
adhesives.

Operation
TheRotorspray97115isusedin conjunctionwith a dispensevalveto applyLoctite
anaerobic adhesives. The dispensingvalve is clamped in the holder of the
Rotorsprayso that the tip of the flexible dispensingneedle is directed to the
insideof the wetting holeson the rotor disk. TheLOCTITEController97152must
control: Switchingon/off of the Rotorsprayand the preselecteddispensingtime
after the rated rotor speedis reached.

As long as the dispensingvalve is open, the product is dispensedthrough the
wetting holesby centrifugalforce and uniformly distributed onto the cylindrical
inner surfaceof the part.

In conjunction with an advancingslide, reaching the end of the advancing
movementtriggersthe dispensing.

Theheadof the Rotorsprayhasa longitudinalplayof 5 mm. Within this distance,
unintentional contact with an obstaclecan be compensatedwithout the rotor
diskor the driveassemblyandits shaftbeingdamaged.

Benefits
ÁAccurate, controlled spray pattern

ÁHigh speed rotation for large and small rotor disks

ÁFail to spin alarm 

Technical Data

Weight 0.530 kg

Standard Rotational 
speed

8,000 rpm

Adjustable Speed Range 3,500 ς8,000 rpm in steps of 500 rpm

Power Consumption Constant current ~ 0.2 A, Starting-up current up to 2 A W
Adjustable starting-up 
current

2 A

Rated monitored time to 
reach speed

0.5 sec

Adjustable monitored 
time to reach speed

No limit

Rated voltage Safety 
extra low

24 V DC

Items supplied
97115 Rotorspray, Rotor disk 10 mm & 25 mm, rotor cord, operation 
manual, different mounting clamps for all valves/pumps

Wetting Plane
ClampingSurface

Click hereto watchthe demovideo!

https://www.youtube.com/watch?v=U9t5fViXodI&list=PLBGGrOGSp6gvCPmawtg_NDpuTyhWaLIip&index=9


LOCTITE EQ PU20 Digital Peristaltic Dispenser 
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Application Field
Anaerobic,cyanoacrylateand light cure adhesivesin 10ml, 20g, 30ml and 50ml
packs. Solvent-free activatorsand oils up to a viscosityof approx. 5,000 mPa·s.
TheLOCTITEEQPU20DigitalPeristalticDispenseris idealfor dispensingadhesives
from bottles. Theperistalticmotion of the rotor providesvolumetricdispensingof
the materialdirectly from abottle or similarcontainer.

Operation
TheLOCTITEEQPU20 Digital PeristalticDispensertransferslow viscosityliquids
by pressuredisplacementappliedby a turning rotor againsta tube carryingthe
material. Usuallythese pumpsare chosenbecausethe liquids are hazardousor
difficult to work with andit is advisableto limit operatorcontact. Anotherreason
is that peristalticpumpsare air free. Dispenseoutputs canbe timed from 0.01 -
99.99 secondswith flow speedsfrom 0.01 - 6 ml/min using PTFEtubing. The
pump is bi-directional allowing suck-back after dispenseto prevent dripping of
the fluid. WhendispensingLightCureadhesivesuseonly blacktubing. Thisavoids
curingof the adhesivein the tube.

Theamountof productdispensediscontrolledby: the dispensingtime, the sizeof
the usedfeedlineandthe speedof the drive.

Benefits
ÁAir-free dispensing eliminates air in the adhesive.

ÁForward and reverse motion of rotor.

Á Instant reverse for vacuum suck-back; shuts off the flow of liquid and prevents 
dripping.

ÁAdjustable post-delay time for vacuum setting.

ÁSimple and convenient load mechanism for tubing replacement.

ÁDigital motor speed adjustment and display

ÁDigital timer display

Áά¢ŜŀŎƘ Lƴέ ŀƴŘ ǇǊƻƎǊŀƳ ƳŜƳƻǊȅ ǎŀǾƛƴƎ ŦǳƴŎǘƛƻƴΦ

Technical Data

Power Supply 110/220 VAC; 50/60 Hz.

Weight 3.0 kg

Dispense time range 0.01 - 99.99 seconds

Maximum Flow Rate Up to 6 ml/min

Direction of Rotation Clockwise (CW) or Counterclockwise (CCW)

Dimensions 212 W x 89 H x 189.5 D (mm)

Suck-back Programmable by reversing the direction of rotor

Items supplied 1 PU20 Digital Peristaltic Dispenser

1 Manual Applicator (IDH # 2737712)

1 Operation Manual

1 Tip Adapter 1.6mm (IDH # 2312595)

1 Tip Adapter 2.0mm (IDH # 2312300)

1 Tip Adapter 2.5mm (IDH # 2312298)

1 Tip Adapter 3.2mm (IDH # 2312299)

Tubing, Black, 1.4mmx0,3mm Wall x 1.0 Long 

Tubing, Black, 1.0mmx0,3mm Wall x 1.0 Long

Tubing, White, 1.4mmx0,3mm Wall x 1.0 Long

Tubing, White, 1.0mmx0,3mm Wall x 1.0 Long

Click hereto watchthe demovideo!

https://www.youtube.com/watch?v=OalkWJRC1tM&list=PLBGGrOGSp6gvCPmawtg_NDpuTyhWaLIip&index=21


LOCTITE EQ RC24 Volumetric Dispense System
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Application Field
The LOCTITEEQRC24 is a Controller and Servodrive designedto operate the
LoctiteEccentricRotorPumps. Thelightweightdesignmakesit idealfor mounting
to anEQRB40BenchtopRobot.

Operation
The pump systemEQRC24 consistsof a control unit in a casingas well as a
brushlessservomotorplanetarygearcombinationwith supplyandsignallines.

The EQ RC24 allows a dosing either by the touch display or by interface via
externalcircuit.

The following operation modes are available:

Dosing via Start/Stop operation

Volumetric dosing

In both operating modes, the retraction is adjustable and the calibration function 
enables an exact adjustment of the used pump.

The parameters for four pump types can be stored in the control unit.

Technical Data

Dimensions 198 x 290 x 120 / 56 mm 

Weight 4 kg (Servo drive)

Supply Voltage 230V/50Hz

Items supplied EQ RC24 Control Unit, Servo Drive, 5m Control line & 5m Supply line



LOCTITE 97621 Volumetric Rotor Pump 1.0
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Application Field
LOCTITE97621VolumetricRotorPump1.0 is a precisionvolumetricdispenserfor
accuratedispensingapplicationswith flow rates from 120 to 1.480 µL/min. It is
designedfor anaerobic,light cureandacrylicadhesives.

Operation
Thedispenserusesa rotating displacementconsistingof a rotor and a stator. A
number of voids are produced as a result of the various geometries of the
conveying elements. Conveyingof adhesive is proportional to the angle of
rotation andspeedof rotation of the rotor within the stator. Sincethe directionof
flow is reversible,the adhesivecanbe suckedbackto allow a cleanbreakof the
product.

Benefits
ÁHigh repeatability

ÁHigh accuracy +/-1%

ÁReversible direction of flow (suck-back) allows for an exact stoppage of the 
product flow

ÁUseful for all kinds of applications: drops, beads, potting

Technical Data

Dimensions 206 mm (L) x Ø 33 mm

Weight 0.380 kg

Minimum Quantity 0.001 ml (1 µl)

Accuracy ҕ1%

Flow Rate 120 to 1.480 µl/min

Input Pressure 0 - 6 bar

Max. Dispensing Pressure16 bar

Intrinsic Tightness ca. 2 bar

Items supplied
97621 Volumetric Rotor Pump 1.0, Operation manual, 1/4" feedline, 
mounting tools

Clamping

Surface

Click hereto watchthe demovideo!

https://www.youtube.com/watch?v=DGbu8UUWQr4&list=PLBGGrOGSp6gvCPmawtg_NDpuTyhWaLIip&index=2


LOCTITE 97611 Volumetric Rotor Pump 4.0
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Application Field
LOCTITE97611 Rotor Dispenser4.0 is a precision volumetric dispenser for
accuratedispensingapplicationswith flow rates from 500 to 6,000µL/min. It is
designedfor anaerobic,light cureandacrylicadhesives.

Operation
Thedispenserusesa rotating displacementconsistingof a rotor and a stator. A
number of voids are produced as a result of the various geometries of the
conveying elements. Conveyingof adhesive is proportional to the angle of
rotation andspeedof rotation of the rotor within the stator. Sincethe directionof
flow is reversible,the adhesivecanbe suckedbackto allow a cleanbreakof the
product.

Benefits
ÁHigh repeatability 

ÁHigh accuracy +/-1%

ÁReversible direction of flow (suck-back) allows for an exact stoppage of the 
product flow

ÁUseful for all kinds of applications: drops, beads, potting

Technical Data

Dimensions 220 mm (L) x Ø 35 mm

Weight 0.300 kg

Minimum Quantity 0.004 ml (4 µl)

Accuracy ҕ1%

Flow Rate 500 to 6.000 µl/min

Input Pressure 0 - 6 bar

Max. Dispensing Pressure16 to 20 bar

Intrinsic Tightness ca. 2 bar

Items supplied
97611 Volumetric Rotor Pump 4.0, Operation manual, 1/4" feedline, 
mounting tools

Clamping

Surface

Click hereto watchthe demovideo!

https://www.youtube.com/watch?v=DGbu8UUWQr4&list=PLBGGrOGSp6gvCPmawtg_NDpuTyhWaLIip&index=2


LOCTITE EQ VA20 Volumetric Dispense Valve
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Application Field
The LOCTITEEQVA20 is specificallydesignto dispensedrops of LOCTITELight
CureAdhesiveswith precisedosingin the rangeof 1.5 to 12microliters.

Operation
TheLOCTITEEQVA20 VolumetricValveis a positivedisplacementmeteringvalve
which dispensesa precisevolumetric drop of adhesivewith eachcycle. TheEQ
VA20 is designedwith a floodedchamberanda singlecheckvalvethat allowsfor
quickprimingandminimizesthe needfor re-priming. Theprimingsystemutilizes
a patent pendingcheckvalvedesignwhich improvesthe speedand reliability of
priming. The innovativedisplacementrod and sealof the VA20 designprovide
longdispensinglife beforerebuild isneeded.

Benefits
ÁStroke adjusted positive displacement independent of external influences such 

as pressure, viscosity, and temperature

ÁQuick and reliable priming

ÁLong Life, >1Million cycles

ÁStackable configuration on 19mm centers

ÁTool free fluid line hook up that can be oriented 360°

Technical Data

Dimensions 153mm (L) x 19 mm (D)

Weight 0.13 kg

Viscosity Range 1 to 10.000 mPas

Operating Air Pressure 4 to 7 bar [60 -100 Psi]

Operating Product 
Pressure

2 to 5 bar [30 to 70 Psi]

Items supplied
EQ VA20 Volumetric Dispense valve, Needle kit, operation manual, 
feedline, 2 x airline 4 mm,

FlangedLocking

Sleeve

Barb Fitting

TipRetainer

Nut

Normally

Open Air Port

NormallyClosed

Air Port
StrokeAdjuster

ClampingScrew

Cylinder

Coupling

MountingHardware

Fluid Body

Luer Check Valve 

Usedfor Priming



LOCTITE EQ VA40 CA VolumetricValve
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Application Field
The LOCTITEEQVA40 CAVolumetricValveis a positive displacementmetering
valvewhichdispensesa precisevolumetricdrop of adhesivewith eachcycle. The
LOCTITEEQVA40 is specificallydesignto dispensedrops of Cyanoacrylatewith
precisedosingin the rangeof 1.5 to 6 microliters.

Operation
TheEQVA40 utilizesa flooded chamberand a singlecheckvalvethat allowsfor
quickpriming and minimizesthe needfor re-priming. Thepriming systemusesa
patent pendingcheckvalve designwhich improvesthe speedand reliability of
priming. Theinnovativedisplacementrod andsealingsystemof the VA40 design
providelongdispensinglife beforerebuild isneeded.

Benefits
ÁVolumetricdisplacementquick and reliable priming

ÁDosingrange, 1.5 ς6 microlitersStackable configuration on 19mm centres

ÁCycle rate, 120/minute

ÁAdjustableStroke

ÁPositive displacement is independent of external influences such as pressure, 
viscosity, and temperature.

ÁQuick and reliable priming

ÁLong Life > 1Million cycles

Technical Data

Dimensions мΦрέ Ȅ мΦрέȄ тΦлά

Weight 0.8 kg

Viscosity Range 1 to 10.000 mPas

Operating Air Pressure 4 to 7 bar [60 -100 Psi]

Operating Product 
Pressure

2 to 5 bar [30 to 70 Psi]

Items supplied
EQ VA40 CA Volumetric Valve, Needle kit, operation manual, PTFE lined 
feedline, 2 x airline 4 mm



LOCTITE Eccentric Rotor Pumps RD-EC Series
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Application Field
TheEccentricRotorPumpis ideallysuited for volumetricdispensingof materials
rangingfrom anaerobicadhesivesandsealantsto verypastysilicones.

Operation
The direction of flow is reversibleand the dispensedamount proportional to
speedof rotation, i.e. the systemallowsfor continuouslyvariableadjustmentof
the dispensingrate viamotor speedadjustment. Thedriveshaft issealedby

two double actingsealingrings made of UHMW-PEand PTFE; it is fitted with a
barrier liquid connection.

EccentricRotor Pumpsare positive displacementpumps providing volumetric
dispensingandanearlypulsationfree flow of material.

Volumeflow dependson the sizeof the pump and the number of revolutions.
Thepumpscanbe driven by either a digital ACservodrive or a DCdrive. Pump
and drive are fixed together with a mounting clamp for fast assemblyand
disassembly.

Technical Specifications

1997132 1997130/1997123 1997131

Item # 97660 97663/97669 97665

Approved LOCTITE 
products ςsilicones

5900, 5970 5083, 5699, 5900, 5910, 5960, 5970

Approved LOCTITE 
products ςanaerobics

-
97669 only:

510, 518, 5203
5205, 5206, 5209

510, 518, 5203
52085, 5206, 5209

Maximum Inlet Pressure 20 bar dynamic, 30 bar static

Dispensing rate for 
LOCTITE 5900

3.0g/s at 20ϲC 0.6g/s at 20ϲC 0.3g/s at 20ϲC

150rpm 150rpm 200rpm

3mm nozzle 2mm nozzle 2mm nozzle

Dispensing rate for 
anaerobic gasketing 
compounds

97669 only:
0.5g/s at 20ϲC

150rpm
2mm nozzle

0.3g/s at 20ϲC
200rpm

1.5mm nozzle

Stator Material EPDM*
97663: EPDM

97669: VisChem VisChem



LOCTITE 97664 Shut-Off Valve for Silicones 
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Application Field
The97664Shut-Off Valveisdesignedfor dispensingLOCTITEsilicones.

Operation
The LOCTITE97664Shut-off Valvefor Siliconesis used in combinationwith an
EccentricRotor Pump for dispensingsilicones. It opensand shuts by a double
acting cylinder. Additionally, if the air supply is switchedoff it closesby spring
force. This prevents the running out of the adhesive. The valve is mounted
directlyat the rotor pump. Differentdispensingnozzlesareavailableaccordingto
the application. A pressuresensorfor monitoringthe dispensingcanbe mounted
directly to the Shut-Off valve.

Technical Data

Weight 0.6 kg

Pneumatic Supply min. 5 bar (73 PSI) ςmax. 10 bar (145 PSI)

Pneumatic Tube Size External Dia. 4 mm, internal Dia. 2.5 mm

Connection Thread 
Feedline/Pump

G ¼"

Max. Product Pressure 40 bar (580 psi)

Quality of Air Pressure Filtered oil-free or filtered oiled

Items supplied 97664 Shut-Off valve (Needle must be ordered separately)

Fixing Holes (2x) 

DIN74-BM5 Blind screwM5 at 

PressureSensor 
Connection



LOCTITE 97676 Shut-Off Valve for Anaerobics
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Application Field
The97676Shut-Off Valveisdesignedfor dispensingLOCTITEanaerobicadhesives.

Operation
TheLOCTITE97676Shut-off Valvefor Anaerobicsis usedin combinationwith an
EccentricRotorPumpfor dispensingAnaerobicadhesives. It opensandshutsby a
double actingcylinder. Additionally,if the air supply is switchedoff it closesby
springforce. Thispreventsthe runningout of the adhesive. Thevalveis mounted
directlyat the rotor pump. Differentdispensingnozzlesareavailableaccordingto
the application. A pressuresensorfor monitoringthe dispensingcanbe mounted
directly to the Shut-Off valve.

Technical Data

Weight 0.5 kg

Pneumatic Supply min. 5 bar (73 PSI) ςmax. 10 bar (145 PSI)

Pneumatic Tube Size External Dia. 4 mm, internal Dia. 2.5 mm

Connection Thread 
Feedline/Pump

G ¼"

Max. Product Pressure 40 bar (580 psi)

Quality of Air Pressure Filtered oil-free or filtered oiled

Items supplied 97676 Shut-Off valve (Needle must be ordered separately)

M5 for Pressure

Sensor



LOCTITE High Pressure 150bar/3mm Dispense Valve
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Application Field
The 1153502 High pressure 150bar/3mm Dispense Valve is designed for
dispensingLOCTITEsiliconesat highpressure.

Operation
TheLOCTITEHighPressureDispenseValveis a double-actingdispensevalvethat
is used to dispensehigh viscosityadhesiveswhen pumped from pail and drum
pumpsystems. Thisstainlesssteeldispensevalveiscompatiblewith silicones,MS
polymers,andurethaneproducts. It featuressuck-backcapabilityandcanoperate
at fluid pressuresup to 2175psi. (150bar).

ÁHandles high viscosity adhesives approx. 500,000 to 2,000,000 mPas

ÁStainless steel valve ensures long term, durable dispensing performance 

ÁBubble-free, no-drip dispensing with suck-back control 

ÁLightweight and durable; can be mounted or comfortably handheld 

ÁHigh resolution stroke adjustment 

ÁDouble acting - air to open; air to close 

ÁOperates at fluid pressures up to 2175 psi. (150 bar) 

Technical Data

Weight 0.68 kg

Pneumatic Supply min. 4 bar (55 PSI) ςmax. 6 bar (85 PSI)

Pneumatic Tube Size External Dia. 4 mm, internal Dia. 2.5 mm

Max. Product Pressure 150 bar (2185 psi)

Quality of Air Pressure Filtered oil-free or filtered oiled

Items supplied
150 bar dispense valve, Fluid inlet/outlet fittings, air input fitting, 2 metre
airline (Needles must be ordered separately)

Fluid Outlet Tip

!ŘŀǇǘŜǊ αtƻǊǘ .ά 

#1119605

Fluid Inlet Fitting 

αtƻǊǘ !ά Імрроруу

Valve Open Port 

CƛǘǘƛƴƎ αtƻǊǘ 5ά 

Kit #1119603

Valve Close Port 

CƛǘǘƛƴƎ αtƻǊǘ /ά 

Kit #1119603

StrokeAdjustment Nut



LOCTITE Footswitch
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Application Field
TheLOCTITEFootswitchis designedfor to initiate LOCTITEDispenseand Curing
equipment.

Operation
TheLOCTITEFootswitchisusedin combinationwith LOCTITEDispenseandCuring
equipment. It connectsto the equipmentviaastandardMale9 pin Dconnector.

It provides a start signal to each dispense/cureequipment and enables the
operatorto keephandsfree for other assemblytasks.

Technical Data

Weight 0.6 kg

Electrical connector Standard male 9 pin D connector 

Items supplied 97201 Footswitch



Additional Dispensing Tips and Mixer Nozzles

Illustration Item No. Order No. Pack Size Description

97263 218287 40pcs
10ml black syringe barrel kit, for UV and light 
cure adhesives

97208 88657 2 pcs 10ml syringe airlineadapter

97244 88677 20pcs 30ml clearsyringebarrelkit

97264 218286 20pcs
30ml black syringe barrel kit, for UV and light 
cure adhesives

97245 88678 2 pcs 30ml syringe airlineadapter

97290 397462 50pcs All plastic precision dispensing tip, 20 gauge

n.a. 2900614 12 pcs Static mixer for epoxy and PU in 50ml, SQ 24

984570 1487439 10pcs {ǘŀǘƛŎ ƳƛȄŜǊ ŦƻǊ ŜǇƻȄȅ ƛƴ нлл κ пллml, SQ 7.5-24

1034575 1034575 10pcs
Static mixer MBX 6.5-20-S 10:1 for LOCTITE AA 
3038

n.a. 2447734 10pcs
Spray mix nozzlefor LOCTITE PC 7255 MFQ-08-
24C-13

8953186 1104046 10pcs
{ǘŀǘƛŎ ƳƛȄŜǊ пΥм κ млΥм ŦƻǊ плл κ пфлml, 
MCX 08-18

n.a. 1646832 10pcs
Static mixer 1:1 for acrylics in 50 ml MAH 05-07 
(ie Loctite AA 3295)

98457 720174 10pcs {ǘŀǘƛŎ ƳƛȄŜǊ мΥм κ нΥм ƛƴ нлл κ пллml, MC 8-24

863585 367545 10pcs
Static mixer 1:1 for MS polymers in 410ml, MC 
13-18

8953187 1104047 10pcs
{ǘŀǘƛŎ ƳƛȄŜǊ пΥм κ млΥм ƛƴ плл κ пфлml, MCX 08-
24

8955989 1453183 10pcs
Static mixer for LOCTITE 3090 and LOCTITE 
4070, MLX 2.5-16-5

n.a. 1826921 10 pcs {ǘŀǘƛŎ ƳƛȄŜǊ мΥм κ нΥм ƛƴ рлml, MBH 3.2-16 S

n.a. 1573153 10 pcs {ǘŀǘƛŎ ƳƛȄŜǊ мΥм κ нΥм ƛƴ рлml, MBQ 5.0-24 L

n.a. 1573135 10 pcs Static mixerмΥм κ нΥм ƛƴ пллml, MFH 6.0-24 T

Dispense Needles, Mixers and Accessories

Illustration / Example Item No. Order No. Pack Size Colour Gauge
Inner Ø, 

mm

Flexible DispensingTips: DispensingNeedle, Polypropylene(PPF), HelicalThread

97229 142640 50 pcs Amber 15 1.37

97230 142641 50 pcs Green 18 0.84

97231 142642 50 pcs Pink 20 0.61

97232 142643 50 pcs Red 25 0.25

TaperedDispensingTips: DispensingNeedle, Polyethylene ςConical(PPC), Luer-Lock

97221 88660 50 pcs Grey 16 1.19

97222 88661 50 pcs Green 18 0.84

97223 88662 50 pcs Pink 20 0.61

97224 88663 50 pcs Blue 22 0.41

High Precision Dispensing Tips: Dispensing Needle, Stainless Steel Standard (SSS), Luer-Lock

97225 88664 50 pcs Amber 15 1.37

97226 88665 50 pcs Green 18 0.84

97227 88666 50 pcs Pink 20 0.61

97228 88667 50 pcs Red 25 0.25

Additional Dispensing Tips and Mixer Nozzles

Illustration Item No. Order No. Pack Size Description

98741 1146079 50 pcs
Dispensing needle, stainless steel ς
PTFE-lined (SSTL), 25 gauge

97262 218288 2 each
Needle selection pack: 2 each of a 
variety of dispensing needles

97248 218275 50 pcs Luer-Lock® tip caps

97233 88672 20 + 5pcs
Luer-Lock® adapterkit: 20 Luer-Locks® 
and 5 adapters

97207 88656 40 pcs 10ml clearsyringebarrelkit

Deviations in form and colourare possible without impact on the performance



On request
(3 types available)

MM10

IDH 135550
97102

Pressure-Time Dispensing Systems ς2K

Dispense Needles, 
Mixers & Accessories

Start Signal Options



LOCTITE 97102 Semi-AutomaticController 
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Application Field
The Semi-Automatic Controller 97102controls the exactapplicationof LOCTITE
Productsfrom aproductreservoirby meansof adispensingvalve.

Operation
The LOCTITE9712 semi-automatic controller has been designedfor precision
dispensing. Thedigital pressuredisplayanddigital time rangingfrom 0.04 to 99.9
secondsallowsthe operator to makepin-point accuratedepositswhenapplyinga
wide rangeof fluids from low to high viscosity. Thiscontroller canbe interfaced
with various LOCTITEreservoirs and valves to make a complete dispensing
system. Thesemi-automaticcontroller controls the selecteddispensingpressure
in the reservoirand the pneumaticoperationof the dispensevalveaccordingto
the selecteddispensingtime. The start signal for dispensingis provided by an
externalfootswitchor fingerswitch. Errormessagesareshownon a digital display
andareaccompaniedby anaudiblealarm.

Technical Data

Dimensions 145 mm (W) x 230 mm (H) x 260 mm (D)

Weight 2.8 kg

Power Supply 90 ς260 VAC; 47 ς63 Hz

Power Consumption Approx. 40 W

Compressed Air Supply min. 2 bar (29 psi); max. 12 bar (174 psi)

Pneumatic Hose
ÁControl Air Connection 

O.D.
6 mm +0.05 -0.10

ÁDispensing Valve O.D. 4 mm +0.05 -0.10

ÁReservoir O.D. 6 mm +0.05 -0.10

Continuous Sound 
Pressure Level

< 70 dB(A)

Items supplied
97102 Semi-Auto Controller, Power cord, Pneumatic tubing OD 6mm x 
1.2m, Operating Manual

Click hereto watchthe demovideo!

https://www.youtube.com/watch?v=0udAz6sdFhQ&list=PLBGGrOGSp6gvCPmawtg_NDpuTyhWaLIip&index=20


LOCTITE EQ MM10 50 ml Dual Cartridge Dispenser 
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Application Field
TheLOCTITEMM10 DualCartridgeDispenseris designedfor 2KepoxyandHybrid
productsin 50ml cartridges.

Operation
TheLOCTITEMM10 DualCartridgeDispenserprovideshighlyaccuratecontrol for
applyingdropsor smallbeadsof 2-part adhesiveswith a 1:1 & 2:1 mix ratio from
"A" style cartridges. This 50 ml Dual Cartridge Dispensercan be used as a
stationary dispenser or can be integrated into LOCTITEPrecision Adhesive
DispensingRobots. Interchangeablecartridge pusher with common mounting
tooling canaccommodate1:1, 2:1, or 10:1 dual cartridgesfor both A-Systemand
B-System50ml cartridges.

Benefits
Á Independent cartridge pressure and actuation controls to fine-tune adhesive 

flow rate

ÁLight-weight design; able to be used on any LOCTITE Precision Adhesive 
Dispensing Robots, excluding the 200D Benchtop Robot, or as a stationary 
applicator

ÁDispenses adhesives up to 200,000 mPasviscosities 

Technical Data

Dimensions 297 mm (W) x 376 mm (D) x 118 mm (H)

Weight 2.5 kg

Items supplied
EQ MM10 50ml Dual cartridge Dispenser, Robot mounting screws, 
Operating Manual

NOTE: Anti Drip Valves must be ordered separately IDH # 1445944 (100 pk)

Description Article Number IDH Number

50 ml Dual Cartridge 
Dispenser

EQ MM10 1:1 / 2:1 A-Style Cartridges 1633364

EQ MM10 1:1 / 2:1 B Style Cartridges 1633365

EQ MM10 4:1 / 10:1 B Style Cartridges 1633366

Shutoff Valve 

Assembly

Cartridge Pusher 

Assembly

CylinderControl Switch

Regulator

Click hereto watchthe demovideo!

https://www.youtube.com/watch?v=0udAz6sdFhQ&list=PLBGGrOGSp6gvCPmawtg_NDpuTyhWaLIip&index=20&t=4s


LOCTITE Footswitch
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Application Field
The LOCTITE Footswitch is designed for to initiate LOCTITE Dispense and Curing 
equipment.

Operation
The LOCTITE Footswitch is used in combination with LOCTITE Dispense and Curing 
equipment. It connects to the equipment via a standard Male 9 pin D connector. 

It provides a start signal to each dispense/cure equipment and enables the 
operator to keep hands free for other assembly tasks.

Technical Data

Weight 0.6 kg

Electrical connector Standard male 9 pin D connector 

Items supplied 97201 Footswitch



Additional Dispensing Tips and Mixer Nozzles

Illustration Item No. Order No. Pack Size Description

97263 218287 40pcs
10ml black syringe barrel kit, for UV and light 
cure adhesives

97208 88657 2 pcs 10ml syringe airlineadapter

97244 88677 20pcs 30ml clearsyringebarrelkit

97264 218286 20pcs
30ml black syringe barrel kit, for UV and light 
cure adhesives

97245 88678 2 pcs 30ml syringe airlineadapter

97290 397462 50pcs All plastic precision dispensing tip, 20 gauge

n.a. 2900614 12 pcs Static mixer for epoxy and PU in 50ml, SQ 24

984570 1487439 10pcs {ǘŀǘƛŎ ƳƛȄŜǊ ŦƻǊ ŜǇƻȄȅ ƛƴ нлл κ пллml, SQ 7.5-24

1034575 1034575 10pcs
Static mixer MBX 6.5-20-S 10:1 for LOCTITE AA 
3038

n.a. 2447734 10pcs
Spray mix nozzlefor LOCTITE PC 7255 MFQ-08-
24C-13

8953186 1104046 10pcs
{ǘŀǘƛŎ ƳƛȄŜǊ пΥм κ млΥм ŦƻǊ плл κ пфлml, 
MCX 08-18

n.a. 1646832 10pcs
Static mixer 1:1 for acrylics in 50 ml MAH 05-07 
(ie Loctite AA 3295)

98457 720174 10pcs {ǘŀǘƛŎ ƳƛȄŜǊ мΥм κ нΥм ƛƴ нлл κ пллml, MC 8-24

863585 367545 10pcs
Static mixer 1:1 for MS polymers in 410ml, MC 
13-18

8953187 1104047 10pcs
{ǘŀǘƛŎ ƳƛȄŜǊ пΥм κ млΥм ƛƴ плл κ пфлml, MCX 08-
24

8955989 1453183 10pcs
Static mixer for LOCTITE 3090 and LOCTITE 
4070, MLX 2.5-16-5

n.a. 1826921 10 pcs {ǘŀǘƛŎ ƳƛȄŜǊ мΥм κ нΥм ƛƴ рлml, MBH 3.2-16 S

n.a. 1573153 10 pcs {ǘŀǘƛŎ ƳƛȄŜǊ мΥм κ нΥм ƛƴ рлml, MBQ 5.0-24 L

n.a. 1573135 10 pcs Static mixerмΥм κ нΥм ƛƴ пллml, MFH 6.0-24 T

Dispense Needles, Mixers and Accessories

Illustration / Example Item No. Order No. Pack Size Colour Gauge
Inner Ø, 

mm

Flexible DispensingTips: DispensingNeedle, Polypropylene(PPF), HelicalThread

97229 142640 50 pcs Amber 15 1.37

97230 142641 50 pcs Green 18 0.84

97231 142642 50 pcs Pink 20 0.61

97232 142643 50 pcs Red 25 0.25

TaperedDispensingTips: DispensingNeedle, Polyethylene ςConical(PPC), Luer-Lock

97221 88660 50 pcs Grey 16 1.19

97222 88661 50 pcs Green 18 0.84

97223 88662 50 pcs Pink 20 0.61

97224 88663 50 pcs Blue 22 0.41

High Precision Dispensing Tips: Dispensing Needle, Stainless Steel Standard (SSS), Luer-Lock

97225 88664 50 pcs Amber 15 1.37

97226 88665 50 pcs Green 18 0.84

97227 88666 50 pcs Pink 20 0.61

97228 88667 50 pcs Red 25 0.25

Additional Dispensing Tips and Mixer Nozzles

Illustration Item No. Order No. Pack Size Description

98741 1146079 50 pcs
Dispensing needle, stainless steel ς
PTFE-lined (SSTL), 25 gauge

97262 218288 2 each
Needle selection pack: 2 each of a 
variety of dispensing needles

97248 218275 50 pcs Luer-Lock® tip caps

97233 88672 20 + 5pcs
Luer-Lock® adapterkit: 20 Luer-Locks® 
and 5 adapters

97207 88656 40 pcs 10ml clearsyringebarrelkit

Deviations in form and colourare possible without impact on the performance



Volumetric Dispensing Systems ς2K

IDH 1529531
MM30

IDH 854181
97631

Dispense Needles, 
Mixers & Accessories

2X
IDH 1533495

97160

IDH 1774437
MM25

IDH on demand
97560

2X

IDH on demand
MM35

2X

IDH 2814023
RC32

IDH 2830690
RC34

2X

1X



LOCTITE RC32 Automatic Reservoir SP
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Application Field
The LOCTITEEQRC32 Automatic Reservoiris equippedwith a singlepoint low
level sensorthat sendsan electronicsignalto a LOCTITEbrand controller and is
typicallyintegratedinto a dispensingsystemthat consistof a dispensingvalveand
one of thesecontrollers. Thereservoircan be applieddirectly from the original
250ml, 500gr,1 liter, 2 kgand200gr adhesivepackages.

ProductFeatures
ÁModular design allows user to build suited application process

ÁOperational with manual, semi-automatic and automatic controllers

ÁLow level sensor alarm provides warning for adhesive bottle replacement

Á Integrated solenoid vent valve

Technical Data

Dimensions 0,5l 214 mm x 366 mm x 363 mm (W x D x H)

Weight 4.0 kg

Internal Control Voltages 24 VDC

Pneumatic Supply
Clean, dry air not exceed 8 bar (116 psi) and filtered with a maximum of 
10 micron

Pneumatic Hose Size External dia. 6 mm

Items supplied
hǇŜǊŀǘƛƻƴ aŀƴǳŀƭΣ wŜǎŜǊǾƻƛǊ ¢ŀƴƪ CƛǘǘƛƴƎ мκпέ bt¢ ŀƴŘ ǘǳōƛƴƎύΣ ¢ŀƴƪ 
/ƻǊŘΣ .ƻǘǘƭŜ IƻƭŘŜǊΣ мκпέ bt¢ ǘƻ с ƳƳ ƛƴƭŜǘ ǎǳǇǇƭȅ ƭƛƴŜ ŎƻƴƴŜŎǘƻǊΣ !ƴǘƛ-
bubbler Fitting and Tube Kit, Tube of silicone grease, Bottle spacerdisc



LOCTITE RC34 Automatic Reservoir DP
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Application Field
TheLOCTITEEQRC34 AutomaticReservoirDPis equippedwith an analoguelow
level sensorthat sendsan electronicsignalto a Loctite brand controller and is
typicallyintegratedinto a dispensingsystemthat consistof a dispensingvalveand
one of thesecontrollers. Thereservoircan be applieddirectly from the original
250ml, 500gr,1 liter, 2 kgand200gr adhesivepackages.

ProductFeatures
ÁModular design allows user to build suited application process 

ÁOperational with manual, semi-automatic and automatic controllers

ÁLow level sensor alarm provides warning of low level and empty for adhesive 
bottle replacement

Á Integrated solenoid vent valve 

Technical Data

Dimensions 0,5l 214 mm x 366 mm x 363 mm (W x D x H)

Weight 4.0 kg

Internal Control Voltages 24 VDC

Pneumatic Supply
Clean, dry air not exceed 8 bar (116 psi) and filtered with a maximum of 
10 micron

Pneumatic Hose Size External dia. 6 mm

Items supplied
hǇŜǊŀǘƛƻƴ aŀƴǳŀƭΣ wŜǎŜǊǾƻƛǊ ¢ŀƴƪ CƛǘǘƛƴƎ мκпέ bt¢ ŀƴŘ ǘǳōƛƴƎύΣ ¢ŀƴƪ 
/ƻǊŘΣ .ƻǘǘƭŜ IƻƭŘŜǊΣ мκпέ bt¢ ǘƻ с ƳƳ ƛƴƭŜǘ ǎǳǇǇƭȅ ƭƛƴŜ ŎƻƴƴŜŎǘƻǊΣ !ƴǘƛ-
bubbler Fitting and Tube Kit, Tube of silicone grease, Bottle spacerdisc



LOCTITE 97631 300 ml Cartridge Dispenser 
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Application Field
The LOCTITE97631 Cartridge Dispenser97631 is used to dispense bubble
minimized LOCTITEproducts in 300 ml cartridgessuch as Gel-CA,Anaerobics,
Epoxiesand Silicones. In connectionwith a dispensingvalve or eccentricrotor
pumpit canbe usedin transferlines,manualor automaticworkplaces.

Operation
The LOCTITE97631 300 ml CartridgeDispensershould be pressurizedfrom a
LOCTITEcontroller with max. 4 bar (58 PSI). Thepiston of the pneumaticcylinder
pressesthe product out of the cartridgeand forcesit through the feedlineto the
dispensingvalve/eccentricrotor pump. When connectedto a Controller97152,
the regulatedair pressureis availableat the unit when the controller is switched
on. The piston can be switched to the forward position, "keep in position" or
piston backwards. It will be depressurizedautomaticallywhen the controller is
switchedoff. Nomovementof the pistonispossible.

Technical Data

Dimensions 960mm (L) x 210 mm (W) x 234 mm (H)

Weight 11.6 kg

Pneumatic supply Regulated air pressure (I) from the controller

Pressure input limit max. 4 bar (58 PSI)

(maximum feed pressure)

Pneumatic Hose OD 6 mm , ID 4 mm

Product Feedline {ǘŀƴŘŀǊŘ h5 ҃Ϧ

Product Fitting Thread {ǘŀƴŘŀǊŘ D ҃Ϧ

Items supplied
300ml Cartridge dispenser, Pushers (for Al, Semco, Ritter & Fischbach 
cartridges), Adaptors (for Al, Semco, Ritter & Fischbach cartridges), OD 
6mm airline x 2m, Sleeve for Al cartridge, Operating Manual



LOCTITE EQ MM30 Dual Cartridge Pusher 
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Application Field
TheLOCTITEEQMM30 is designedfor 2K methyl methacrylate(MMAs),epoxy,
siliconeandhybrid productsin 400ml cartridges.

Operation
LOCTITEEQMM30 DualCartridgePusheris usedasa supplyunit for volumetric
2Kdispenserssuchasthe MM25 DualCompactRotorPump. Twopiston rodsare
mechanicallydrivenindependentlyto ensurecontinuoussupplyof both products.
Toincreasethe processreliability,a path measurementis integratedallowingthe
measurementof both pistonrods.

Benefits
ÁMixing ratio and dispensed volume can be monitored via path measurement 

and mechanical pointers

ÁLow level sensing

Á Independent pressure control to each side of the 400ml 2K cartridge 

Technical Data

Dimensions 810 mm (L) x 210 mm (W) x 170 mm (H)

Weight 13.5 kg

Pressure input limit max. 6 bar (87 PSI)

Pneumatic Hose OD 6 mm , ID 4 mm

Items supplied
EQ MM30 Dual cartridge Pusher, Cartridge tray 1:1/2:1, Cartridge tray 
4:1, 2m Pneumatic hose, Operating Manual



LOCTITE 97560 Extrusion Pump26:1
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Application Field
TheExtrusionPump26:1 is a high-pressurepneumaticpump usedfor extrusion
and transfer of high viscous and paste products. The pump is essentially
constitutedof an air motor andthe pumpinggroup,mountedon a ram. In the air
motor, compressedair causesthe vertical reciprocatingmovementof the motor
piston; this movement is transmitted through a connectingrod to the material
pumpingpistonendingwith a shovelplateallowingto suckveryviscousproducts.
The shovel plate (follower plate) is supplied with a series of gasketsable to
protect the product contained in the pail from powder, moisture and drying
processcausedby the touch with air. The use of the ram enablesto drive the
suckingunit of the pump during the product intake phasedirectly into the 20Қ
pails. Theram canautomaticallycompensatethe shovelplate descentduringthe
useof the product. Thissystemallows lifting of the extrusionpump for a quick
replacementof the pail when it is empty. The ratio 26:1 meansthat the outlet
pressureof product is 26 times higher than the pump feed air pressure. In order
to ensurebest product compatibility, the pumping group and sealingballs are
madefrom stainlesssteel.

PleaseconsultTCSExpertsfor further information (Level3 Support)!

Technical Data

Dimensions 800 mm (L) x 600 mm (W) x 1800mm (H)

Weight 67 kg

Pneumatic supply Max. 7 bar (100 psi)

Pressure input min max. 3.5 bar (50 psi)

Material Outlet D оκпά female

Maximal Output Pressure 182 bar (2730 psi) for 26:1

Max product flow rate 4 liter/min (26:1)



LOCTITE 97160 Dual Rotor Pump Controller 
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Application Field
The LOCTITE97160 Dual Rotor Pump Controller is designed for 2K methyl
methacrylate(MMAs), epoxy, siliconeand hybrid products in 400ml cartridge.
Applicationsincludedrop or beaddispensingor potting.

Operation
TheLOCTITE97160DualRotorPumpControlleroffersa wide rangeof optionsfor
adjustingthe desiredquantity of product to be dispensed. A mixingratio from 1:1
to 5:1 canbe adjusted. All dosingrelatedvaluescanbe storedon an SDcard,and
can be retrieved and modified at any time. The controller has a graphicaluser
interface for operator guidance and operation. It provides all the functions
required to control the MM25 DualRotorPumpprovidingprecisecontrol of the
rotation speed. It canbe set to providevolumetric flow rate or volumedispense
to suit the applicationrequirement. It canbe interfacedwith a higher-rankingPLC
for integrationinto automaticsystems.

Benefits
ÁEasy menu navigation to allow users to select either the amount of product 

dispensed (in ml) or the dispense rate (in ml / min)

ÁVery high repetition accuracy

ÁAutomatic purge feature to prevent mixer nozzle curing 

Technical Data

Dimensions 240 mm (W) x ~115 mm (H) x 260 mm (D)

Weight 1.3 kg

Power Supply
External: 100-240 VAC ~ 1,2 A max, 47 - 63 HZ. 100 -2 00 VA; Controller: 
24 VDC

Pressure Control Dispensing: 0 - 40 bar; Operating: 0 - 7 bar

External Memory MM C/SD-Card, min. 64 MB, max. 24 Suspense Programs

Start/Stop External Signal24 V impulse, 100 mA terminal strip, low 0 to 1.5 V, high 12 to 24 V

Items supplied
97160 Dual Rotor Pump Controller, SD Card (512MB), Connectors, 
Operating Manual

Click hereto watchthe demovideo!

https://www.youtube.com/watch?v=K3saX837DWM&list=PLBGGrOGSp6gvCPmawtg_NDpuTyhWaLIip&index=3


LOCTITE EQ MM25 Dual Rotor Pump 
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Application Field
TheLOCTITEEQMM25 is designedfor 2K methyl methacrylate(MMAs),epoxy,
siliconeandhybrid products.

Operation
TheLOCTITEEQMM25 2Kdispenserusesa rotating displacementconsistingof a
rotor and a stator. Several voids are produced as a result of the various
geometriesof the conveyingelements. Conveyingthat is either proportional to
the angleof rotation or elseis rpm-dependentis producedby the rotation of the
rotor in the stator. Sincethe direction of flow is reversible,the adhesivecanbe
suckedbackto allowacleanbreakof the product.

Benefits

Positive displacement

ÁRepeatability > 99 %

ÁAccurate and adjustable flowrate control

ÁSelf-sealing with controlled stalling of the product bead

ÁVolumetric device, flow rate proportional to speed, electronically controlled.

ÁDispenses 2K MMAs, Epoxies, PU or Silicones

ÁApplications include drop or bead dispensing or potting

Á Integrated Adapter for B type mixer ensures sealing in flow

Technical Data

Minimum Dispensing 
Quantity

0.01 ml

Accuracy +/- 1%

Volume Flow 0.005 to 6 ml/m (per pump)

Input Pressure, non-self-
levelling Liquid

0 - 20 bar

Max. Dispensing Pressure0 - 40 bar

Intrinsic Tightness Ca. 2 bar

AS DUAL ROTOR PUMP

Weight ~ 1.1 kg

Mixing Ratio 1:1 to 10:1

Volume Flow 0.2 - 12 ml/min

Items supplied
EQ MM25 Dual Rotor Pump, Mounting Tool, 2 x Screw drivers, Operating 
Manual
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Click hereto watchthe demovideo!

https://www.youtube.com/watch?v=K3saX837DWM&list=PLBGGrOGSp6gvCPmawtg_NDpuTyhWaLIip&index=3


LOCTITE EQ MM35 High Flow Dual Rotor Pump 
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Application Field
TheLOCTITEEQMM35 HighFlowDualRotorPumpapplies2KLOCTITEadhesives,
like MMAs,Epoxies,PUor Siliconeswith high repeatability. Thelimit of viscosity
isapprox. 400,000mPas. Applicationsincludedrop or beaddispensingor potting.

Operation
TheLOCTITEEQMM35 2Kdispenserusesa rotating displacementconsistingof a
rotor and a stator. Several voids are produced as a result of the various
geometriesof the conveyingelements. Conveyingthat is either proportional to
the angleof rotation or elseis rpm-dependentis producedby the rotation of the
rotor in the stator. Sincethe direction of flow is reversible,the adhesivecanbe
suckedbackto allowacleanbreakof the product.

Benefits

Positive displacement

ÁRepeatability > 99 %

ÁAccurate and adjustable flowrate control

ÁSelf-sealing with controlled stalling of the product bead

ÁVolumetric device, flow rate proportional to speed, electronically controlled.

ÁDispenses 2K MMAs, Epoxies, PU or Silicones

ÁApplications include drop or bead dispensing or potting

Á Integrated Adapter for B type mixer ensures sealing in flow

Technical Data

Minimum Dispensing 
Quantity

0.03 ml 

Accuracy +/- 1%

Volume Flow 0.3 to 16 ml/m (per pump)

Input Pressure, non-self-
levelling Liquid

0 - 20 bar

Max. Dispensing Pressure0 - 40 bar

Intrinsic Tightness Ca. 2 bar

AS DUAL ROTOR PUMP

Weight ~ 3.2 kg

Mixing Ratio 1:1 to 10:1

Volume Flow 0.6 - 32 ml/min

Items supplied
EQ MM35 Dual Rotor Pump, Mounting Tool, 2 x Screw drivers, Operating 
Manual

Click hereto watchthe demovideo!

https://www.youtube.com/watch?v=K3saX837DWM&list=PLBGGrOGSp6gvCPmawtg_NDpuTyhWaLIip&index=3


Additional Dispensing Tips and Mixer Nozzles

Illustration Item No. Order No. Pack Size Description

97263 218287 40pcs
10ml black syringe barrel kit, for UV and light 
cure adhesives

97208 88657 2 pcs 10ml syringe airlineadapter

97244 88677 20pcs 30ml clearsyringebarrelkit

97264 218286 20pcs
30ml black syringe barrel kit, for UV and light 
cure adhesives

97245 88678 2 pcs 30ml syringe airlineadapter

97290 397462 50pcs All plastic precision dispensing tip, 20 gauge

n.a. 2900614 12 pcs Static mixer for epoxy and PU in 50ml, SQ 24

984570 1487439 10pcs {ǘŀǘƛŎ ƳƛȄŜǊ ŦƻǊ ŜǇƻȄȅ ƛƴ нлл κ пллml, SQ 7.5-24

1034575 1034575 10pcs
Static mixer MBX 6.5-20-S 10:1 for LOCTITE AA 
3038

n.a. 2447734 10pcs
Spray mix nozzlefor LOCTITE PC 7255 MFQ-08-
24C-13

8953186 1104046 10pcs
{ǘŀǘƛŎ ƳƛȄŜǊ пΥм κ млΥм ŦƻǊ плл κ пфлml, 
MCX 08-18

n.a. 1646832 10pcs
Static mixer 1:1 for acrylics in 50 ml MAH 05-07 
(ie Loctite AA 3295)

98457 720174 10pcs {ǘŀǘƛŎ ƳƛȄŜǊ мΥм κ нΥм ƛƴ нлл κ пллml, MC 8-24

863585 367545 10pcs
Static mixer 1:1 for MS polymers in 410ml, MC 
13-18

8953187 1104047 10pcs
{ǘŀǘƛŎ ƳƛȄŜǊ пΥм κ млΥм ƛƴ плл κ пфлml, MCX 08-
24

8955989 1453183 10pcs
Static mixer for LOCTITE 3090 and LOCTITE 
4070, MLX 2.5-16-5

n.a. 1826921 10 pcs {ǘŀǘƛŎ ƳƛȄŜǊ мΥм κ нΥм ƛƴ рлml, MBH 3.2-16 S

n.a. 1573153 10 pcs {ǘŀǘƛŎ ƳƛȄŜǊ мΥм κ нΥм ƛƴ рлml, MBQ 5.0-24 L

n.a. 1573135 10 pcs Static mixerмΥм κ нΥм ƛƴ пллml, MFH 6.0-24 T

Dispense Needles, Mixers and Accessories

Illustration / Example Item No. Order No. Pack Size Colour Gauge
Inner Ø, 

mm

Flexible DispensingTips: DispensingNeedle, Polypropylene(PPF), HelicalThread

97229 142640 50 pcs Amber 15 1.37

97230 142641 50 pcs Green 18 0.84

97231 142642 50 pcs Pink 20 0.61

97232 142643 50 pcs Red 25 0.25

TaperedDispensingTips: DispensingNeedle, Polyethylene ςConical(PPC), Luer-Lock

97221 88660 50 pcs Grey 16 1.19

97222 88661 50 pcs Green 18 0.84

97223 88662 50 pcs Pink 20 0.61

97224 88663 50 pcs Blue 22 0.41

High Precision Dispensing Tips: Dispensing Needle, Stainless Steel Standard (SSS), Luer-Lock

97225 88664 50 pcs Amber 15 1.37

97226 88665 50 pcs Green 18 0.84

97227 88666 50 pcs Pink 20 0.61

97228 88667 50 pcs Red 25 0.25

Additional Dispensing Tips and Mixer Nozzles

Illustration Item No. Order No. Pack Size Description

98741 1146079 50 pcs
Dispensing needle, stainless steel ς
PTFE-lined (SSTL), 25 gauge

97262 218288 2 each
Needle selection pack: 2 each of a 
variety of dispensing needles

97248 218275 50 pcs Luer-Lock® tip caps

97233 88672 20 + 5pcs
Luer-Lock® adapterkit: 20 Luer-Locks® 
and 5 adapters

97207 88656 40 pcs 10ml clearsyringebarrelkit

Deviations in form and colourare possible without impact on the performance



Hand Applicators

2K Adhesives

50ml Cartridge
Dispensers

200ml Cartridge
Dispensers

400ml Cartridge
Dispensers

Spray 
Dispensers

IDH 267452
96001

IDH 476898
97042

IDH 2693822
EQ HD14 Manual

IDH 2693823
EQ HD14 Manual

IDH 2693825
EQ HD14 Pneumatic

IDH 2251591
EQ HD12

1K Adhesives

Bottle 
Dispensers

Syringe/Cartridge
Dispensers

IDH 608966
98414

IDH 88631
97001

IDH 88632
97002

IDH 363544
96005

Dispense Needles, Mixers 
& Accessories

IDH 2564842
EQ Pro Pump

IDH 2693824
EQ HD14 Pneumatic
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Application Field
LOCTITE98414PeristalticHandpumpisa manualperistaltic,volumetricbottle-top
handpumpapplicator. It is designedfor use with Anaerobicadhesivesin 50 ml
bottles for viscositiesup to approx. 30,000mPa·s.

Operation
TheLOCTITE50ml bottle Handpumpisa portable,precision,bottle-top applicator
that attachesfirmly onto any50ml. anaerobicbottle. It includesan ergonomically
balancedand resilient bottle stand that greatly reducesthe tendencyof bottle
tipping. The unit will dispensesingleshots of LOCTITEanaerobicthreadlockers
and retainingcompoundsfrom 0.01 to 0.4 ml with viscositiesup to 30,000mPas.
Theseunits requireno flushing,power or air source. It is designedto dispenseat
anyanglewithout leaksor productwaste.

Benefits
Á Ideal for accurate drop dispensing. Improves quality and reduces waste

ÁMounts easily to standard 50ml anaerobic bottles

ÁEnsures no leakage, regardless of the orientation of the bottle

ÁRequires no flushing, power or air source
Technical Data

Dimensions Pump: 102 mm (H) x 146 mm(W) x 38 mm (D)

Bottle stand: 115 mm (H) x 100 mm (W) x 58 mm (D)

Items supplied 98414 Peristaltic Handpump (50ml)

Click hereto watchthe demovideo!

https://www.youtube.com/watch?v=CcDxxNK74NU


LOCTITE 97001 Peristaltic Handpump 
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Application Field
LOCTITE 97001 Peristaltic Handpump is a manual, peristaltic, volumetric bottle-
top handpump applicator. It is designed for use with Anaerobic adhesives in 
250ml bottles for viscosities up to approx. 30,000 mPas.

Operation
The LOCTITE 250ml Bottle Handpump 97001 is a portable, precision, bottle-top 
applicator that attaches firmly onto any 250 ml anaerobic bottle. It converts the 
product bottle into a manual mobile dispenser. These units will dispense single 
shots of LOCTITE anaerobic Threadlockers and Retaining Compounds from 0.01 to 
0.4 ml with viscosities up to 30,000 mPas. They require no flushing, power or air 
source. They are designed to dispense at any angle without leaks and eliminate 
waste of product.

Benefits
Á Ideal for accurate drop dispensing therefore improves quality and reduces 

waste

ÁMounts easily to standard 250 ml anaerobic bottles

ÁEnsures no leakage, regardless of the orientation of the bottle

ÁRequires no flushing, power or air source 

Technical Data

Dimensions Pump: 102 mm (H) x 146 mm(W) x 38 mm (D)

Items supplied 97001 Peristaltic Handpump 250ml

Click hereto watchthe demovideo!

https://www.youtube.com/watch?v=CcDxxNK74NU


LOCTITE EQ Pro Pump
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Application Field
The LOCTITE Pro Pump Hand-held Dispenser is a bottle-mounted adhesive 
dispenser that can be used with 50 ml or 250 ml bottles of LOCTITE anaerobic 
adhesives creating a complete dispensing system. This dispenser utilizes patented 
progressive cavity pump technology that is specifically designed to dispense 
LOCTITE anaerobic threadlockersand retaining compounds.

Operation
The ergonomic design allows the user to deliver a drop of adhesive with a single 
pull of the trigger. The multi-position nozzle delivers adhesive in three different 
orientations, horizontal, 45° up and 45° down and can also be folded down 90° for 
storage.The LOCTITE Pro Pump Hand-held Dispenser enables more accurate and 
consistent application while eliminating waste and mess

Benefits
ÁNo assembly required ςFluid Compatibility Anaerobic Adhesives

ÁCompatible with all LOCTITE Anaerobic Threadlockersand Retaining 
Compounds

ÁFits on both 50 ml and 250 ml LOCTITE adhesive bottles (no additional parts 
needed)

ÁAverage dispense volume = 30 mg (30µl)

ÁArticulating nozzle with slip luer feature for dispense tips

ÁEasy to setup and easy to use

ÁViscosity Range: 1 to 15,000 mPas

ÁProvides precise drop placement

Technical Data

Dimensions Pump: 114.3 mm x 40 mm x 115.5 mm

Items supplied EQ Pro Pump

Click here to watch the demo video!

https://www.youtube.com/watch?v=-fen_3MAHWA


LOCTITE 97002 Pneumatic Handgun
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Application Field
LOCTITE97002 PneumaticHandgunfor plastic and aluminum cartridges. It is
designedfor LOCTITE250ml tubesand300ml cartridges.

Operation
LOCTITEHand-held 300 ml Cartridge Dispenser is a manually controlled,
pneumaticallyoperatedunit. Theamountandrate iscontrolledby the operator.

Benefits
ÁRapid-loading system to make cartridge changes clean and easy

ÁErgonomically designed 

ÁSimple and clean dispensing 

Technical Data

Weight 0.800 kg

Pneumatic Quality Filtered 10 µm, oil-free, non-condensing

Cartridge pressure max. 8.5 bar (125 psi)

Squeeze tube pressure max. 1.5 bar (22 psi)

Pneumatic hose size OD 6 mm , ID 4 mm

Dimensions (WxDxH) 320 x 230 x 70 mm

Items supplied 97002 Pneumatic Handgun, Tube adaptor, Pneumatic hose



LOCTITE 96005 Manual Dispensing Applicator 50 ml 
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Application Field
The LOCTITE96005 Manual DispensingApplicator is designedfor any product
packagein astandard50ml cartridge.

Operation
The LOCTITEManual DispensingApplicator for 50 ml Cartridgesis a hand-held,
manuallyoperateddispenserfor usewith anyproduct packagedin a standard50
ml cartridge. Thisdispenserprovidesa convenient,cost-effectivemethodto apply
product.

Benefits
ÁPistol configuration for ease of application

ÁErgonomic design minimizes operator fatigue

Technical Data

Items supplied 96005 Manual dispensing applicator 50ml



LOCTITE 96001 Dual Cartridge Handpump 
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Application Field
The LOCTITE96001 50 ml Dual CartridgeApplicator is a hand-held, manually
operateddispenser. Thedispenserprovidesa convenient,cost-effective method
to applyproductfrom 2Kcartridges. It isusedfor 1:1 and2:1 mix ratio products.

Operation
The LOCTITE96001 dual Cartridge Handgun is designed for 2K epoxy,
polyurethaneandhybrid productsin 50ml cartridges.

Benefits
ÁConvenient, cost-effective method of application

ÁGood ergonomic features to minimize operator fatigue

Technical Data

Weight 0,18 kg

Items supplied
96001 50ml Dual Cartridge Handpump
1:1/2:1 Plunger
10:1 (extended) Plunger to suit Loctite 4070 x 50ml



LOCTITE 97042 Pneumatic Dual Cartridge Handpump
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Application Field
The LOCTITE97042 PneumaticDual Cartridge Handpump is designedfor 2K
epoxy,polyurethaneandhybrid productsin 50ml dualcartridges.

Operation
TheLOCTITE50 ml DualCartridgeApplicatoris a hand-held,pneumaticallydriven
meter-mix dispenser. It providesa convenient,cost-effectivemethodfor applying
product with minimal waste. Theadjustabledispenserate is set via the integral
air pressureregulator(range1-5 recommended). Theapplicatoris capablefor 1:1
and 1:2 mix ratio productsand can easilybe modified for 35 ml 10:1 mix ratio
products. Mix nozzlesaresoldseparately.

Benefits
ÁLightweight and ergonomic design for easy use

Á Integrated air pressure regulator

ÁConvenient 8-position thumb wheel pressure adjustment to control the 
dispense rate 

Technical Data

Dimensions 292 mm (L) x 191 mm (H) x 58 mm (D)

Weight 0.725 kg

Pneumatic Supply Minimum: 4.8 bar (30 psi) Maximum: 8 bar (125 psi)

Items supplied 97042 Pneumatic Dual cartridge handpump 50ml

50ml, ratios 1:1 and 2:1 35ml, ratio 10:1



LOCTITE EQ HD14 200 ml Manual Dispenser
ID

H
 2

6
9

3
8

2
2

Application Field
TheLOCTITEHD14 200ml DualCartridgeManualApplicatorhasbeendeveloped
for mixingandapplying2Kadhesivesof variousadhesivechemistries.

Operation
The LOCTITEHD14 200 ml Dual Cartridge Manual Applicator is a hand-held,
manuallyoperatedmeter-mix dispenser. Thesedispensersprovidea convenient,
cost-effective method to apply product with minimal waste. Thedispensersare
compatiblewith 1:1, 1:2, 4:1 & 10:1 mix ratio products.

Technical Data

Weight 1.60 kg

Compressed Air Supply NA

Cartridge Ratios 1:1, 2:1, 4:1 & 10:1

Operating Pressure NA

Air Supply Variable 0 ς6 bar (87 psi)

Air Inlet NA

Items supplied EQ HD14 200 ml Manual Dispenser



LOCTITE EQ HD14 400 ml Manual Dispenser
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Application Field
TheLOCTITEHD14 400ml DualCartridgeManualApplicatorhasbeendeveloped
for mixingandapplying2Kadhesivesof variousadhesivechemistries.

Operation
The LOCTITEHD14 400 ml Dual Cartridge Manual Applicator is a hand-held,
manuallyoperatedmeter-mix dispenser. Thesedispensersprovidea convenient,
cost-effective method to apply product with minimal waste. Thedispensersare
compatiblewith 1:1, 1:2, 4:1 & 10:1 mix ratio products.

Technical Data

Weight 1.93 kg

Compressed Air Supply NA

Cartridge Ratios 1:1, 2:1, 4:1 & 10:1

Operating Pressure NA

Air Supply Variable 0 ς6 bar (87 psi)

Air Inlet NA

Items supplied EQ HD14 400 ml Manual Dispenser



LOCTITE EQ HD14 200 ml Pneumatic Dispenser
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Application Field
The LOCTITEHD14 200 ml Dual Cartridge Pneumatic Applicator has been
developedfor mixingandapplying2Kadhesivesof variousadhesivechemistries.

Operation
The LOCTITEHD14 200 ml Dual CartridgePneumaticApplicator is a hand-held,
manuallyoperatedmeter-mix dispenser. Thesedispensersprovidea convenient,
cost-effective method to apply product with minimal waste. Thedispensersare
compatiblewith 1:1, 1:2, 4:1 & 10:1 mix ratio products.

Technical Data

Weight 1.76 kg

Compressed Air Supply 10 bar max

Cartridge Ratios 1:1, 2:1, 4:1 & 10:1

Operating Pressure 6.8 bar

Air Supply Variable 0 ς10 bar

Air Inlet ѻέ aŀƭŜ bt¢

Items supplied EQ HD14 200 ml Pneumatic Dispenser



LOCTITE EQ HD14 400 ml Pneumatic Dispenser
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Application Field
The LOCTITEHD14 400 ml Dual Cartridge Pneumatic Applicator has been
developedfor mixingandapplying2Kadhesivesof variousadhesivechemistries.

Operation
The LOCTITEHD14 400 ml Dual CartridgePneumaticApplicator is a hand-held,
manuallyoperatedmeter-mix dispenser. Thesedispensersprovidea convenient,
cost-effective method to apply product with minimal waste. Thedispensersare
compatiblewith 1:1, 1:2, 4:1 & 10:1 mix ratio products.

Technical Data

Weight 2.66 kg

Compressed Air Supply 10 bar max

Cartridge Ratios 1:1, 2:1, 4:1 & 10:1

Operating Pressure 6.8 bar

Air Supply Variable 0 ς10 bar

Air Inlet ѻέ aŀƭŜ bt¢

Items supplied EQ HD14 400 ml Pneumatic Dispenser



LOCTITE EQ HD12 Pneumatic Spray Dispenser
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Application Field
The LOCTITEHD12 PneumaticSprayDispenseris suitable for sprayingLOCTITE
PC7255packagedin 1125ml DualCartridge(2:1 ratio). Thisdispenseris designed
for 2:1 mix ratio products.

Operation
TheLOCTITEHD12 PneumaticSprayDispenserincludesHeavyduty dualcartridge
handgunfor 750+375ml side-by-sidedual cartridgewith Sprayadapter,pressure
regulator,gauge,on/off-valveandair hose.

Benefits
ÁControl pressure separately adjustable for advancing cylinder and atomizing air

ÁA hand lever valve is provided for turning the atomizing air supply to the spray 
nozzle on and off 

Technical Data

Weight 3.6 kg

Pneumatic Supply Min. 6 bar, max. 8 bar

Supply Air Cartridge 
Pusher

Min. 6 bar, typically full throttle

Spray Air Supply Typ. 1 ς2 bar

Material of Handgun Mild Steel

Rise Time to generate full 
Product Pressure

0.01 s

Range of Viscosity Up to 5000 mPas, preheating to min 35ϲC

Max. Thrust 5.25 kNat 6.8 bar operating pressure



Additional Dispensing Tips and Mixer Nozzles

Illustration Item No. Order No. Pack Size Description

97263 218287 40pcs
10ml black syringe barrel kit, for UV and light 
cure adhesives

97208 88657 2 pcs 10ml syringe airlineadapter

97244 88677 20pcs 30ml clearsyringebarrelkit

97264 218286 20pcs
30ml black syringe barrel kit, for UV and light 
cure adhesives

97245 88678 2 pcs 30ml syringe airlineadapter

97290 397462 50pcs All plastic precision dispensing tip, 20 gauge

n.a. 2900614 12 pcs Static mixer for epoxy and PU in 50ml, SQ 24

984570 1487439 10pcs {ǘŀǘƛŎ ƳƛȄŜǊ ŦƻǊ ŜǇƻȄȅ ƛƴ нлл κ пллml, SQ 7.5-24

1034575 1034575 10pcs
Static mixer MBX 6.5-20-S 10:1 for LOCTITE AA 
3038

n.a. 2447734 10pcs
Spray mix nozzlefor LOCTITE PC 7255 MFQ-08-
24C-13

8953186 1104046 10pcs
{ǘŀǘƛŎ ƳƛȄŜǊ пΥм κ млΥм ŦƻǊ плл κ пфлml, 
MCX 08-18

n.a. 1646832 10pcs
Static mixer 1:1 for acrylics in 50 ml MAH 05-07 
(ie Loctite AA 3295)

98457 720174 10pcs {ǘŀǘƛŎ ƳƛȄŜǊ мΥм κ нΥм ƛƴ нлл κ пллml, MC 8-24

863585 367545 10pcs
Static mixer 1:1 for MS polymers in 410ml, MC 
13-18

8953187 1104047 10pcs
{ǘŀǘƛŎ ƳƛȄŜǊ пΥм κ млΥм ƛƴ плл κ пфлml, MCX 08-
24

8955989 1453183 10pcs
Static mixer for LOCTITE 3090 and LOCTITE 
4070, MLX 2.5-16-5

n.a. 1826921 10 pcs {ǘŀǘƛŎ ƳƛȄŜǊ мΥм κ нΥм ƛƴ рлml, MBH 3.2-16 S

n.a. 1573153 10 pcs {ǘŀǘƛŎ ƳƛȄŜǊ мΥм κ нΥм ƛƴ рлml, MBQ 5.0-24 L

n.a. 1573135 10 pcs Static mixerмΥм κ нΥм ƛƴ пллml, MFH 6.0-24 T

Dispense Needles, Mixers and Accessories

Illustration / Example Item No. Order No. Pack Size Colour Gauge
Inner Ø, 

mm

Flexible DispensingTips: DispensingNeedle, Polypropylene(PPF), HelicalThread

97229 142640 50 pcs Amber 15 1.37

97230 142641 50 pcs Green 18 0.84

97231 142642 50 pcs Pink 20 0.61

97232 142643 50 pcs Red 25 0.25

TaperedDispensingTips: DispensingNeedle, Polyethylene ςConical(PPC), Luer-Lock

97221 88660 50 pcs Grey 16 1.19

97222 88661 50 pcs Green 18 0.84

97223 88662 50 pcs Pink 20 0.61

97224 88663 50 pcs Blue 22 0.41

High Precision Dispensing Tips: Dispensing Needle, Stainless Steel Standard (SSS), Luer-Lock

97225 88664 50 pcs Amber 15 1.37

97226 88665 50 pcs Green 18 0.84

97227 88666 50 pcs Pink 20 0.61

97228 88667 50 pcs Red 25 0.25

Additional Dispensing Tips and Mixer Nozzles

Illustration Item No. Order No. Pack Size Description

98741 1146079 50 pcs
Dispensing needle, stainless steel ς
PTFE-lined (SSTL), 25 gauge

97262 218288 2 each
Needle selection pack: 2 each of a 
variety of dispensing needles

97248 218275 50 pcs Luer-Lock® tip caps

97233 88672 20 + 5pcs
Luer-Lock® adapterkit: 20 Luer-Locks® 
and 5 adapters

97207 88656 40 pcs 10ml clearsyringebarrelkit

Deviations in form and colourare possible without impact on the performance



BenchtopRobots ςHandling Systems

IDH 2104801
LOCTITE EQ RB40 200D 

BenchtopRobot

IDH 2104799
LOCTITE EQ RB40 300D 

BenchtopRobot

IDH 2104795
LOCTITE EQ RB40 400D 

BenchtopRobot

IDH 2103369
LOCTITE EQ RB40 500D 

BenchtopRobot

IDH 1635546
LOCTITE EQ RB10 Rotary 

Dispense Table

LOCTITE EQ RB40 Robots
Accessoriesand Spares



LOCTITE EQ RB40 200D Benchtop Robot 
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Application Field
TheLOCTITEEQRB40200DBenchtopRobotisdesignedfor adhesivedispensing.

Operation
The LOCTITE200 D-SeriesDispensingRobot has a 200 x 200 x 50 mm rangeof
operation (X,Y,Z)and has featuresand accessoriesthat are custom tailored for
adhesivedispensingprocesses. Therangeof operation is 200mm by 200 mm by
50 mm (X-Y-Z). Thisunit is fully compliantwith RIA(RoboticIndustryAssociation)
safety guidelines. Programmingaccessories,dispensingequipment, integration
cablesandmountinghardwareare soldseparately. Thislow-costbenchtoprobot
has3-axiscontrol and120VACor 220VACoperationwith a24VDCoutput signal.

Benefits
Á Independent dispenseon/off purge control button on front panel allows

adhesiveto be purged from a dispensevalve to prevent curing or for aiding
initial set-up

ÁNospecialprogrammingrequired

ÁTeachPendantprogram storage capabilitiesallows dispenseprogram to be
easilytransferredfrom Robotto Robot

Á100programs,4,000pointsmemoryper programcompactflashcard

ÁAuto-switchingpowersupply95-132VACor 180-250VAC

ÁEasilyintegrateswith the LOCTITENeedleCalibrationKit (#1569523) for precise
dispensetip location

ÁOver-speederror indicator preventsRobot from traveling too fast during the
executionof the program

ÁTeachPendantIDH2268727to be orderedseparately

Technical Data

Dimensions 350mm (W) x 330 mm (D) x 490 mm (H)

Weight 18.0 kg

Nr of controllable Axis 3

Range of Operation X axis: 200 mm, Y axis: 200 mm, Z axis: 50 mm

Portable Weight Work Surface: 3.0 kg, Tool Head: 2.0kg

Maximum Speed PTP (X,Y): 400 mm/s, PTP (Z): 200 mm/s

Repeatability Accuracy X, Y, Z axis, +/- 0.04 mm, 3 Sigma

CPU 32 bit

Display Teach Pendant LCD

I/O Signals 8 inputs, 8 outputs

Working Environment Temperature: 0 ϲC- 40 ϲC, Humidity: 20-90 % RH

Items supplied
EQ RB40 200D Benchtop robot, Syringe holder, external shorted connector, 
dispensing cable, mounting screw for syringe holder, power cord, USB 
memory stick

Dispenser

Ext. Control

Monitor I / O PORT

Power 
Switch

Power 
Inlet

Click hereto watchthe demovideo!

u Accessory  Selector

LOCTITE EQ RB40 Robots
Accessoriesand Spares

https://www.youtube.com/watch?v=LDqN02iTlcA&list=PLBGGrOGSp6gvCPmawtg_NDpuTyhWaLIip&index=23


LOCTITE EQ RB40 300D Benchtop Robot 
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ApplicationField
TheLOCTITEEQRB40300DBenchtopRobotisdesignedfor adhesivedispensing

Operation
TheLOCTITE300 D-SeriesDispensingRobothasa 300 x 300 x 100 mm rangeof
operation (X,Y,Z)and hasfeaturesand accessoriesthat are customtailored for
adhesivedispensingprocesses. This low-cost benchtop robot has 3-axiscontrol
and 120VACor 220VACoperationwith a 24 VDCoutput signal. Thisunit is fully
compliantwith RIA(RoboticIndustryAssociation)safetyguidelines. Programming
accessories,dispensingequipment, integration cablesand mounting hardware
aresoldseparately.

Benefits
Á Independent dispenseon/off purge control button on front panel allows

adhesiveto be purged from a dispensevalve to prevent curing or for aiding
initial set-up

ÁNospecialprogrammingrequired

ÁTeachPendantprogram storage capabilitiesallows dispenseprogram to be
easilytransferredfrom Robotto Robot

Á100programs,4,000pointsmemoryper programcompactflashcard

ÁAuto-switchingpowersupply95-132VACor 180-250VAC

ÁEasilyintegrateswith the LOCTITENeedleCalibrationKit (#1569523) for precise
dispensetip location

ÁOver-speederror indicator preventsRobot from traveling too fast during the
executionof the program

ÁTeachPendantIDH2268727to be orderedseparately

Technical Data

Dimensions 485mm (W) x 500 mm (D) x 591 mm (H)

Weight 32.0 kg

Nr of controllable Axis 3

Range of Operation X axis: 300 mm, Y axis: 300 mm, Z axis: 100 mm

Portable Weight Work Surface: 10.0 kg, Tool Head: 5.0kg

Maximum Speed PTP (X,Y): 600 mm/s, PTP (Z): 320 mm/s

Repeatability Accuracy X, Y, Z axis, +/- 0.01 mm, 3 Sigma

CPU 32 bit

Display Teach Pendant LCD

I/O Signals 8 inputs, 8 outputs

Working Environment Temperature: 0 ϲC- 40 ϲC, Humidity: 20-90 % RH

Items supplied
EQ RB40 300D Benchtop robot, Syringe holder, external shorted connector, 
dispensing cable, mounting screw for syringe holder, power cord, USB memory 
stick

Click hereto watchthe demovideo!

u Accessory  Selector

LOCTITE EQ RB40 Robots
Accessoriesand Spares

https://www.youtube.com/watch?v=LDqN02iTlcA&list=PLBGGrOGSp6gvCPmawtg_NDpuTyhWaLIip&index=23


LOCTITE EQ RB40 400D Benchtop Robot 
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ApplicationField
TheLOCTITEEQRB40400DBenchtopRobotisdesignedfor adhesivedispensing

Operation
TheLOCTITE400 D-SeriesDispensingRobothasa 400 x 400 x 100 mm rangeof
operation (X,Y,Z)and has featuresand accessoriesthat are custom tailored for
adhesivedispensingprocesses. This low-cost benchtop robot has 3-axiscontrol
and 120VACor 220VACoperationwith a 24 VDCoutput signal. Thisunit is fully
compliantwith RIA(RoboticIndustryAssociation)safetyguidelines. Programming
accessories,dispensingequipment, integration cablesand mounting hardware
aresoldseparately.

Benefits
Á Independent dispenseon/off purge control button on front panel allows

adhesiveto be purged from a dispensevalve to prevent curing or for aiding
initial set-up

ÁNospecialprogrammingrequired

ÁTeachPendantprogram storage capabilitiesallows dispenseprogram to be
easilytransferredfrom Robotto Robot

Á100programs,4,000pointsmemoryper programcompactflashcard

ÁAuto-switchingpowersupply95-132VACor 180-250VAC

ÁEasilyintegrateswith the LOCTITENeedleCalibrationKit (#1569523) for precise
dispensetip location

ÁOver-speederror indicator preventsRobot from traveling too fast during the
executionof the program

ÁTeachPendantIDH2268727to be orderedseparately

Technical Data

Dimensions 585mm (W) x 600 mm (D) x 597 mm (H)

Weight 40.0 kg

Nr of controllable Axis 3

Range of Operation X axis: 400 mm, Y axis: 400 mm, Z axis: 100 mm

Portable Weight Work Surface: 10.0 kg, Tool Head: 5.0kg

Maximum Speed PTP (X,Y): 600 mm/s, PTP (Z): 320 mm/s

Repeatability Accuracy X, Y, Z axis, +/- 0.01 mm, 3 Sigma

CPU 32 bit

Display Teach Pendant LCD

I/O Signals 8 inputs, 8 outputs

Working Environment Temperature: 0 ϲC- 40 ϲC, Humidity: 20-90 % RH

Items supplied
EQ RB40 400D Benchtop robot, Syringe holder, external shorted connector, 
dispensing cable, mounting screw for syringe holder, power cord, USB 
memory stick

Click hereto watchthe demovideo!

u Accessory  Selector

LOCTITE EQ RB40 Robots
Accessoriesand Spares

https://www.youtube.com/watch?v=LDqN02iTlcA&list=PLBGGrOGSp6gvCPmawtg_NDpuTyhWaLIip&index=23


LOCTITE EQ RB40 500D Benchtop Robot 
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ApplicationField
TheLOCTITEEQRB40500DBenchtopRobotisdesignedfor adhesivedispensing

Operation
TheLOCTITE500 D-SeriesDispensingRobothasa 500 x 500 x 100 mm rangeof
operation (X,Y,Z)and has featuresand accessoriesthat are custom tailored for
adhesivedispensingprocesses. This low-cost benchtop robot has 3-axiscontrol
and 120VACor 220VACoperationwith a 24 VDCoutput signal. Thisunit is fully
compliantwith RIA(RoboticIndustryAssociation)safetyguidelines. Programming
accessories,dispensingequipment, integration cablesand mounting hardware
aresoldseparately.

Benefits
Á Independent dispenseon/off purge control button on front panel allows

adhesiveto be purged from a dispensevalve to prevent curing or for aiding
initial set-up

ÁNospecialprogrammingrequired

ÁTeachPendantprogram storage capabilitiesallows dispenseprogram to be
easilytransferredfrom Robotto Robot

Á100programs,4,000pointsmemoryper programcompactflashcard

ÁAuto-switchingpowersupply95-132VACor 180-250VAC

ÁEasilyintegrateswith the LOCTITENeedleCalibrationKit (#1569523) for precise
dispensetip location

ÁOver-speederror indicator preventsRobot from traveling too fast during the
executionof the program

ÁTeachPendantIDH2268727to be orderedseparately

Technical Data

Dimensions 685mm (W) x 715 mm (D) x 670 mm (H)

Weight 70.0 kg

Nr of controllable Axis 3

Range of Operation X axis: 500 mm, Y axis: 500 mm, Z axis: 100 mm

Portable Weight Work Surface: 10.0 kg, Tool Head: 5.0kg

Maximum Speed PTP (X,Y): 600 mm/s, PTP (Z): 300 mm/s

Repeatability Accuracy X, Y, Z axis, +/- 0.01 mm, 3 Sigma

CPU 32 bit

Display Teach Pendant LCD

I/O Signals 8 inputs, 8 outputs

Working Environment Temperature: 10 ϲC - 40 ϲC, Humidity: 20-90 % RH

Items supplied
EQ RB40 500D Benchtop robot, Syringe holder, external shorted connector, 
dispensing cable, mounting screw for syringe holder, power cord, USB 
memory stick

Click hereto watchthe demovideo!

u Accessory  Selector

LOCTITE EQ RB40 Robots
Accessoriesand Spares

https://www.youtube.com/watch?v=LDqN02iTlcA&list=PLBGGrOGSp6gvCPmawtg_NDpuTyhWaLIip&index=23


EQ RB40 Benchtop Robot Accessories

IDH 1328355
30 ml and 55 ml Syringe Holder

IDH 569764
30 ml and 55 ml Syringe 

Mounting Bracket

IDH  577151
о оκпά Mounting Bracket Kit

IDH  590762
300 ml CartridgeMounting

Bracket Kit

IDH 577150
Dispense Valve Mounting Bracket

(e.g. 98009, 98013)

IDH 585942
Dispense Valve Mounting Bracket

(e.g. 97113, 97114)

IDH 1329222
Interface Cable

IDH 591031
Solenoid Valve Module

IDH 2268727
TeachPendant RB40

IDH 1569523
Robot Needle CalibrationKit

IDH 1461974
I/O Junction Box

IDH 591001
Z Height Adjustment Plate

IDH 1053227
Adapter Cable; 9-pin Female

IDH 2148218
ACCE D-Series Robot Software Kit



LOCTITE EQ RB10 Rotary Dispense Table 
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Operation
TheLOCTTIERB10 RotaryDispenseSystemis a fully integrated systemusedfor
dispensingadhesivesonto parts in a circular or arc pattern. It will control a
syringesystem,cartridge,or dispensevalve without requiring a separatevalve
controller. Internallysynchronizedoperationof an advancingslide,turntable,and
dispensetimer makesfor easyandrepetitive placementof the adhesive. Theset-
up is simple, using only preset distance and rotation speed adjustment. No
complexprogrammingrequired!

Benefits
Á IntegratedSolutionςplugandplaywith LOCTITEvalves,reservoirs,andSyringe

Systems

ÁDigitalControlof rotation, dispensestart, dispensestopanddelays

ÁAdjustableheight,position,angleof dispense,andadvanceslidespeed

ÁReservoirlow-level interfacewith cycleinterruption anddisplaymessage

ÁPartpositionsensingallowsorientation of adhesivebeadstart andend

ÁThreadedandnon threadedmountingholesfor fixtures

ÁOperatorlockoutfor supervisorycontrolof settings

ÁDispensevalveandsyringemountinghardwareavailable
Technical Data

Dimensions 305mm (W) x 475mm (D) x 635mm (H)

Weight 8.4 kg

Power Supply: 110 ς230 V / 50 ς60 Hz; Internal 24 VDC

Air In
Cleandry air not to exceed8.5 bar and filtered with a máximum of 50 
micron

Maximum Part Weight 2.7 kg

Rotation Speed 5 ς55 RPM

Items supplied
Rotary Dispense System, Foot Switch, Power Supply with cord, operating 
manual



Light Cure Equipment

Mercury
Cure Systems

LED 
Cure Systems

Spot Cure Systems Flood Cure Systems Spot Cure Systems Flood Cure Systems

Light Cure 
Measurement

IDH 1465612 
97057

IDH 331219
97034

IDH 805741
97055

IDH 2182210/2182207
EQ CL32

IDH 1359255
EQ CL30

IDH 1406024
7020

IDH 2436352
EQ PM20

IDH 2436353
EQ PM20

IDH 717763

IDH 982317
97053

IDH 2257357
EQ CL30 Quad

IDH 838778
97056

IDH 2804936
EQ CL40

IDH 2804957
EQ CL42 Dual

IDH 2804959
LED Chamber



LOCTITE EQ CL32 LED Spot 365nm / 405 nm
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Application Field
TheEQCL32 LEDSpotis designedfor usewith light cureproductsthat curewhen
exposedto ultraviolet and/or visiblelight.

Operation
The LOCTITEEQ CL32 LEDSpot is a high powered, portable LEDlight source
capableof consistentlycuringlight cureproductsthat respondto UV/visiblelight.
Thissystemis offered in both 365 nm and 405 nm wavelengthsand canbe used
in either hand-held or stationaryapplications. Dueto its uniqueLEDtechnology,
the EQCL32 LEDSpotprovidesinstant on/off performanceand consistentlight
output. TheǎȅǎǘŜƳΩǎfocusedspectraloutput significantlyreducesIR emission,
resultingin minimal heat exposureto parts and assemblies. Thisfocusedoutput
also minimizes the amount of ultraviolet energy that the system irradiates,
significantlyreducingUV exposurerisk. The EQCL32 LEDSpot can be run on
rechargeablebatteries or while connectedto a wall plug adapter, allowing for
operationaseither a portableunit or mountedunit with remoteon/off capability.
Due to its small size, light weight and portability, EQ CL32 is perfect for
applicationsin confinedareasandhardto reachjoints.

LOCTITEEQCL32365nm IDH2182210

LOCTITEEQCL32405nm IDH2182207

Benefits

Handheld and stationary unit in one device.

ÁRobust aluminum housing.

ÁErgonomic finger switch.

ÁRechargeable using mini-USB adapter..

ÁLong focus length to allow for maximum flexibility.

Á100 % Duty Cycle when operated by wall power (stationary mount)

Technical Data

Dimensions 139 mm (L) x max. 30.3 mm (Dia.)

Weight 0.11 kg

Operating Time Cordless: up to 3 h; permanently Powered: limited by safety features

Battery Li-Ion, 3.6 V, 2250 mAh, 8.1 Wh, exchangeable by LOCTITE service

Charging Time < 4.0 h

Length USB Cable Max. 2 m

UV DATA

365 nm Wavelength 365 nm IDH 2182210

Output Min 2.6 W/cm2 at 10 mm distance

Irradiation Area 5 mm (rounded square shaped)

Homogeneity of 
Irradiation Area

ҕ50% within specified field

LED Lifetime >6000 h @ 80 % emission

405 nm Wavelength 405 nm IDH 21822070p

Output Min. 3.0 W / cm2 at 10 mm distance

Irradiation Area 5 mm (rounded square shaped)

Homogeneity of 
Irradiation Area

ҕ50% within specified field

LED Lifetime 6000 h @ 80 % emission

Items supplied
EQ CL32 LED Spot, AC adaptor/Charger USB, USB-A to mini USB cable 
(length 1.8m, Tip Guard rubber, Operating Manual
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Application Field
The LOCTITEEQCL30 Flood CureSystemis designedfor UVA,and UVVcuring
products.

Operation
The LOCTITECL30 LEDFlood Systemis a high intensity flood systemspecially
designedfor curing LOCTITEUV and VisibleLight Cureadhesives. The modular
configuration consistsof an LEDhead with connection cable and controller
(orderedseparately). Thesystemis offered in either 365or 405nm wavelengths.
EachCL30 headis equippedwith 144highpower[95Ωǎand integratedreflectors,
providinguniform curingacrossa wide area(100 mm x 100 mm). Theheadscan
alsobe stackedside by side in two directionsfurther expandingthe curingarea
for maximum flexibility. The expected lifetime of the [95Ωǎis more than
20000hoursunder normal operatingconditions. TheCL30 systemis compatible
with manualworkstationsaswell asautomatedproductionlines.

Benefits

Lasts up to 10 times longer than traditional arc lamps 

Á100% of the emitted light is within the range of the curing spectra of the 
adhesive (when compared to Mercury vapor arc lamps) 

ÁEnergy efficient, LEDs produce little wasted energy 

ÁEach LED head has been optimized for its specific wavelength 
(365 nm, 405 nm)

ÁAir cooling system maintenance free 

Technical Data

Weight 1.5 kg

Recommended Working 
Distance

25 ς75 mm

Peak Intensity 
(Distance 50 mm)

>800 mW/cm² for 365 nm

>1500 mW/cm² for 405 nm

Wavelength 365 nm or 405 nm

Continuous Noise Level < 70 dB(A)

System Components IDH #

LED Flood Controller 97104/1359255

EQ CL30 LED Flood Head 365 nm / 2139182EQ CL30 LED Flood Head 405 nm / 2139180



LOCTITE EQ CL30 LED Flood System Quad Controller
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Application Field
TheLOCTITEEQCL30 LEDFloodSystemQuadControlleris designedfor UVA,and
UVVcuringproducts.

Operation
ThisLOCTITELEDFlood QuadController suppliespower and control for up to
four (4) LOCTITELEDFloodArrays.

Choosefrom wavelength(the LEDFloodArray wavelengthis selectedaccording
to the curingrequirementsof the adhesive):

365nm, item #2139182

405nm, item #2139180

ProductFeatures

ÁCapacity for up to four UV LED heads

ÁIntensity adjustment for each channel

ÁWorks with Loctite CL30 LED Flood heads

ÁTouch screen HMI

Á3 running modes: Timer, Level and Advance

Á3 languages: English, German and Chinese

ÁEnvironmentally friendly

Benefits
ÁTouch screen operation panel, easy to use

ÁEnergy efficient, LEDs produce little wasted energy

ÁFriendly user interface

Á Increased productivity, maintenance free

ÁLower cost of ownership

ÁLess energy required, lower operating cost

ÁEasy integration

Technical Data

Weight 14 kg

Dimensions (L x H x W) 600 x 340 x 733.2 mm

Operating voltage 110~240 VAC 50/60Hz

Power consumption 1500 Watts

Wavelength 365 nm or 405 nm

System Components IDH #

EQ CL30 LED Flood Quad Controller / 2257357

EQ CL30 LED Flood Head 365 nm / 2139182EQ CL30 LED Flood Head 405 nm / 2139180



LOCTITE EQ CL40 LED Quad Controller
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Application Field
TheLOCTITEEQCL40 QuadLEDControllerisa UV-LEDspot light sourcethat emits
UV light at 365 or 405 nm. The Quad Controller includesa footswitch and AC
power cord. The required LEDhead is purchasedseparately. The maximum
number of LEDheadsthat canbe installedis four (4) units allowingfor multiple
cureareas. Thissystemis suitablefor manualworkstationsaswell asintegration
into automated production lines. The EQ CL40 Quad LEDController can be
operated in a continuous light output mode or up to a 7-step, programmed
output mode where the light output intensity and time canbe programmedfor
eachseparateLEDhead. Thecyclecanbe initiated with the start/stop button on
the front panel; a footswitch (included); or via a PLCconnectionwith an external
start signal. ThisLEDlight sourcecausesno thermal damageor harmfuleffectsto
objectsbeing illuminated. Its low power consumptionmakesit an energy-saving
and environmentallyfriendly light source. No light guidesor lamp replacements
arerequired.

ProductFeatures

ÁInstant on-off capabilities; no warm-up time required as compared to mercury-
arc lamp UV Wand systems

ÁCan operate up to four (4) LED heads 

ÁEach LED head can be programmed independently to have a 7-step setting for 
UV intensity and exposure time

ÁProvides five programming modes (constant intensity; pulsed; step; optical; 
manual)

ÁEach channel is adjustable and can be controlled separately

ÁTemperature feedback to eliminate LED heads overheating

Technical Data

Weight 2 kg

Dimensions (L x H x W) 99 x 162 x 126 mm

Operating voltage 24 VDC (60 W Adapter)

Power consumption < 35 Watts

Wavelength 365 or 405 nm

System Components IDH #

EQ CL40 LED Quad Controller / 2804936

EQ CL40 LED Spot Head 365nm 6mm / 2804938EQ CL40 LED Spot Head 405nm 6mm / 2804937



LOCTITE EQ CL42 LED Dual Controller
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Application Field
TheLOCTITEEQCL42 DualLEDControllerisa UV-LEDflood light sourcethat emits
UV light at 365 or 405 nm. The Dual Controller includesa footswitch and AC
power cord. The required LEDhead is purchasedseparately. This system is
suitable for manual workstations as well as integration into automated
production lines. The EQ CL42 Dual LED Controller can be operated in a
continuouslight output modeor up to a 7-step,programmedoutput modewhere
the light output intensity and time can be programmedfor eachseparateLED
head. Thecyclecanbe initiated with the start/stop button on the front panel; a
footswitch (included); or via a PLCconnectionwith an external start signal. This
LEDlight sourcecausesno thermal damageor harmful effects to objectsbeing
illuminated. Its low power consumption makes it an energy saving and
environmentallyfriendly light source. No light guidesor lamp replacementsare
required.

ProductFeatures
ÁCapacity for up to two UV LED heads 

ÁIntensity adjustment for each channel 

ÁWorks with Loctite EQ CL42 LED Flood heads 

ÁTouch screen HMI 

Á3 running modes: Timer, Level and Advance 

ÁEnvironmentally friendly

ÁTouch screen operation panel, easy to use 

ÁFriendly user interface 

ÁIncreased productivity, maintenance free 

ÁLower cost of ownership 

ÁLess energy required, lower operating cost 

ÁEasy integration

Technical Data

Weight 14 kg

Dimensions (L x H x W) 218 x 123 x 307 mm

Operating voltage 110~240 VAC 50/60Hz

Power consumption 1100 Watts

Wavelength 365 nm or 405 nm

System Components IDH #

EQ CL42 LED Dual Controller / 2804957

EQ CL42 LED Flood Module 365nm / 2804955EQ CL42 LED Flood Module 405nm / 2804956



LOCTITE EQ CL42 LED Flood 365 / 405
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Application Field
TheEQCL42 LEDFloodSystemis a high intensity flood systemspeciallydesigned
for curing LOCTITEUV and Visible Light Cure adhesives. The modular
configuration consistsof an LEDhead with connection cable and controller
(orderedseparately). Thesystemis offered in either 365or 405nm wavelengths.
Each EQ CL42 head is equipped with 120 high power [95Ωǎand integrated
reflectors,providinguniform curingacrossa wide area(100 mm x 100 mm or 4
inchesby 4 inches). Theexpectedlifetime of the[95Ωǎis more than 20000hours
under normal operating conditions. The system is compatible with manual
workstation as well as automated production lines. It can be operated via a
footswitchor aPLCandrun in either timer or continuousmode.

ProductFeatures

ÁHigh UV intensity ςUp to 2.5 W/cm2 

ÁLED heads stackable in two directions 

ÁExpected LED life over 20,000 hours (30% intensity decay) with proper handling 

Á100% duty cycle 

ÁInstant on/off, no heat up or cool down necessary 

ÁOptimal curing distance: 50 mm 

ÁCompact system with integrated air cooling 

ÁRequires LED Flood Controller, sold separately 

ÁTemperature monitor of LEDs

Technical Data

Weight 14 kg

Dimensions (L x H x W) 120 x 120 x 123

Peak Intensity 
(WD 50 mm)

> 1700 mW/cm² for 365
> 2600 mW/cm² for 405 

Noise level < 70 dBA (Distance 1 m)

Wavelength 365 nm or 405 nm



LOCTITE LED Flood Chamber
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Application Field
The LEDFlood Chamberhas been designedespeciallyfor the use with the
LOCTITEEQCL42LEDFloodsystems. It consistsout of a chamberwith adapterfor
oneor two LEDheads,work pieceholder,door safetysystem,ESDsafedoor with
window and a controller connection. The Floodsystemsare to be started from
the controller as usual. The chamber system is meant for the use at manual
working places. Theinsideof the chamberis madeof polishedstainlesssteel to
makethe straylight useable.

The LEDFlood system (365 or 405 nm) must be chosen fitting to the filter
attributes of the substratesto bond and the spectralsensitivityof the adhesive.
TheLEDFloodsystemhasto be orderedseparately.

Technical Data

Weight 3.5 kg

Dimensions (L x H x W) 303 x 420 x 345 mm

Internal voltage 24 VDC

Workpiece dimensions 240 x 190 x 210 mm

Radiation area 100 x 100 mm at 50 mm Work Distance



LOCTITE 97053 UV Hand Lamp 250W 
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Application Field
TheLOCTITE97053UVhandlamp250W hasbeendesignedexclusivelyfor curing
LOCTITEUVadhesivesor coatings.

Operation
TheUV HandLamp250W is a mobile lamp systemfor curing UV adhesive. It is
usedfor curinglargercomponentswherea portablecuringdeviceis required. The
Dichroidicreflector reflectsonly UVAand a smallamount of visiblelight. TheIR
radiationcanpassthrough and the resultingheat is suckedout of the lamp by a
fan. Radiationspectrumand performanceprovided by the lamp are especially
matched to the requirements of LOCTITEUV A curing adhesivesand coating
materials. Exposuretime has to be determined by testing to ensure precise
results .Aswith all UV lampsof this type, the intensity of light will declinewith
time as the electrodesdeteriorate and burnt tungstenis depositedon the lamp
housing.

Technical Data

Dimensions

ÁHand Lamp 121 mm (H) x 146 mm (W) x 230 mm (D)

ÁController 120 mm (H) x 150 mm (W) x 260 mm (D)

Weight

ÁLamp Part 2.0 kg

ÁController 4.0 kg

Power Supply 230 VAC +/-10 %, 50 Hz

Power Consumption 250 W

Fuse 6.3 AT, 5 x 20 

Items supplied 97053 UV Hand Lamp (including lamp and power supply)

Power cord

Safety glasses

Safety gloves

Operating Manual

UVA Intensity of the MH Bulb 
at a distance of 300 mm
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LOCTITE 97057 FB UVA Spot Cure System 
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Application Field
TheLOCTITE97057FBUVLightGuideSystemis designedfor curingLOCTITEUV
adhesivesandcoatingswith UVAandvisiblelight.

Operation
The LOCTITEUV Light Guide Systemis a high-power lamp system. The unit is
equipped with an integrated UV monitoring system, an automatic intensity
feedbackcontrol, a PLCconnectionfor integration into an automaticline, an LCD
displayfor menuguidanceandacontrolledcoolingsystem.

Technical Data

Dimensions 340 mm (W) x 160 mm (H) x 310 mm (D)

Weight 7.5 kg

Power Supply 110 - 240 V AC, 50-60 Hz

Power Consumption Max. 380 VA

Current Consumption Max. 3.3 A

Fuse 2 x 3,15A time lag

Lifetime of the Bulb Up to 3000 hours

Bulb Type 120 W Calotte lamp

Items supplied 97057 FB UVA Spot Cure system 

Footswitch

15 pin SubDconnector

Power cord

Safety glasses

Liquid light guide (TO BE ORDERED SEPARATELY)

Selector Chart

Light guide for 97057 & 97058 Item # IDH No. Accessories / Spare Parts Item # IDH No. Light guide for 97034 Item # IDH No.

UVA ø 5 x 1500mm 97323 376720 UVA lamp module for 97058 97317 951638 UVC ø 5 x 1000mm 97326 329278

UVA ø 8 x 1500mm 97324 298849 UVA lamp module for 97057 97317 951638 UVC ø 8 x 1000mm 97327 376721

UVA 2 x ø 3 x 1500mm 97318 951637 UVC lamp module for 97034 97322 354963 UVC 2 x ø 3 x 1000mm 97328 352194

UVA Light Guide Intensity Meter 7020 1406024 UV Protection Glasses 8953426 1175127



LOCTITE 97034 UVC Light Guide System 
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ApplicationField
The LOCTITE97034 UVCLight Guide Systemis designedfor curing Loctite UV
adhesivesandcoatingswith UVCandUVAlight.

Operation
The LOCTITEUVC Light Guide System is equipped with an integrated UV
monitoring system,a PLCconnectionfor integration into an automatic line, an
LCDdisplayfor menuguidanceanda controlledcoolingsystem.

Technical Data

Dimensions 340 mm (W) x 160 mm (H) x 310 mm (D)

Weight 7.5 kg

Power Supply 110 - 240 V AC, 50-60 Hz

Power Consumption Max. 380 VA

Current Consumption Max. 3.3 A

Fuse 2 x 3,15A time lag

Lifetime of the Bulb Up to 3000 hours

Bulb Type 120 W Calotte lamp

Items supplied 97034 UVC Spot Cure system,

Footswitch

15 pin SubDconnector

Power cord

Safety glasses

Liquid light guide (TO BE ORDERED SEPARATELY)

Selector Chart

Light guide for 97057 & 97058 Item # IDH No. Accessories / Spare Parts Item # IDH No. Light guide for 97034 Item # IDH No.

UVA ø 5 x 1500mm 97323 376720 UVA lamp module for 97058 97317 951638 UVC ø 5 x 1000mm 97326 329278

UVA ø 8 x 1500mm 97324 298849 UVA lamp module for 97057 97317 951638 UVC ø 8 x 1000mm 97327 376721

UVA 2 x ø 3 x 1500mm 97318 951637 UVC lamp module for 97034 97322 354963 UVC 2 x ø 3 x 1000mm 97328 352194

UVA Light Guide Intensity Meter 7020 1406024 UV Protection Glasses 8953426 1175127



LOCTITE 97055 UVALOC 1000
Chamber Version 
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Application Field
The UVALOC1000 is a 1000 W lamp system designedexclusivelyfor curing
LOCTITEUVadhesivesor coatings.

Operation
The 97055 UVALOC1000 is a high-performance lamp system for curing UV
adhesive. The chamber version (97055) is a closed system. It is used for
applicationspermitting manualloadingof the cure chamber. Radiationspectrum
and performance provided by the lamp are especially matched to the
requirementsof LOCTITEUVcuringadhesivesand coatingmaterials. Completely
dry,non-tackysurfacescanbeachievedrapidly. Exposuretimescanbe presetin 1
s stepsto ensurepreciserepeatabilityof curingresults. Exposuretime hasto be
determined by testing to ensurepreciseresults The UVALOC1000 is a closed
systemwith safetydoor lockinganda programmablecontroller. Thedoor ismade
out of ΨǎƳƻƪŜŘΩpolycarbonate,which secures100% protection of UV radiation.
The UVALOC1000 can be operated with 500 W and 1000 W. At the
programmablecontroller the bulb hours,the unit hoursand the UVintensitycan
be monitored. TheUVALOC1000is equippedwith a coolingsystem,a pneumatic
shutter systemandanemergencystopbutton.

Benefits
ÁStandard unit supplied with a 1,000 W medium pressure mercury arc lamp to 

provide good tack-free and depth cure

ÁOptional Visible light bulb for plastic bonding 

ÁOptional iron-doped bulb for maximum depth of cure

ÁRepeatable and exact curing results due to adjustable opening times of the 
shutter

ÁComplete shielding of operator from exposure to UV light

ÁHigh degree of occupational safety due to pneumatically operated shutter

ÁHigh process safety due to the integrated UV monitoring system 

Technical Data

Dimensions 
(width x height x depth)
ÁLamp module 305 mm x 211 mm x 490 mm

ÁController 305 mm x 170 mm x 525 mm

ÁCure Chamber 305 mm x 385 mm x 480 mm

ÁCure chamber internal 232 mm x 307 mm x 352 mm

Weight

ÁController 13 kg
ÁCure chamber with 

lamp housing
12.5 kg

ÁLamp Housing 8.0 kg

Power Supply 230 V AC, 50 Hz, min. 210 V AC, 50 Hz

Power Consumption Approx. 1200 W

Lamp Power 500 W / 1000 W, standby 500 W

Power Fuse 10 AT/250V; glass tube miniature fuse 5 x 20 mm

Concentration Work 
Place (MAK) Ozone

{ǘŀǊǘ ǿƛǘƘ ŎƻƭŘ ōǳƭōΥ Ϥ лΣм ǇǇƳΤ 5ǳǊƛƴƎ ƻǇŜǊŀǘƛƻƴΥ Җ лΣлр ǇǇƳ

Internal Control Voltage Internal Control Voltage

Pneumatic supply 4 ς6 bar (60 ς90 PSI)

UV lamp warm-up time approx. 90 seconds

Irradiated Area 160 x 160 mm

Items supplied
97055 Uvaloc1000 Controller, Lamp housing, Curing chamber, UV Bulb 
(mercury), Connector cord, Power cable, Footswitch, Operating Manual



LOCTITE 97056 UVALOC 1000 
Tunnel Version
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Application Field
The UVALOC1000 is a 1000 W lamp system designedexclusivelyfor curing
LOCTITEUVadhesivesor coatings.

Operation
TheUVALOC1000is suitablefor the UVA,UVCand visiblelight curingof Loctite
UVproducts. The97056tunnel versionis designedfor integration into automatic
and or semi automatic production lines. The lamp's emission spectrum and
radiantpower capacityhavebeendesignedspecificallyto meet the requirements
of UV-curableLoctiteadhesives. At the programmablecontroller the bulb hours,
the unit hours and the UV intensity can be supervised. The UVALOC1000 is
equippedwith a coolingsystem,a pneumaticshutter systemand an emergency
stop button. Thetunnel version97056is equippedwith a PLCconnectionat the
controller,anUVsensorandaparabolicreflector in the lamphousing.

Thetunnel version97056is equippedwith a PLCconnectionat the controller, an
UVsensorandaparabolicreflector in the lamphousing.

Benefits
ÁStandard unit supplied with a 1,000 W medium pressure mercury arc lamp to 

provide good tack-free and depth cure

ÁOptional Visible light bulb for plastic bonding 

ÁOptional iron-doped bulb for maximum depth of cure

ÁRepeatable and exact curing results due to adjustable opening times of the 
shutter

ÁHigh process safety due to the integrated UV monitoring system 

Technical Data

Dimensions 
(width x height x depth)
ÁLamp module 305 mm x 211 mm x 490 mm

ÁController 305 mm x 170 mm x 525 mm

Weight

ÁController 13 kg

ÁLamp Housing 8.0 kg

Power Supply 230 V AC, 50 Hz, min. 210 V AC, 50 Hz

Power Consumption Approx. 1200 W

Lamp Power 500 W / 1000 W, standby 500 W

Power Fuse 10 AT/250V; glass tube miniature fuse 5 x 20 mm

Concentration Work 
Place (MAK) Ozone

{ǘŀǊǘ ǿƛǘƘ ŎƻƭŘ ōǳƭōΥ Ϥ лΣм ǇǇƳΤ 5ǳǊƛƴƎ ƻǇŜǊŀǘƛƻƴΥ Җ лΣлр ǇǇƳ

Internal Control Voltage Internal Control Voltage

Pneumatic supply 4 ς6 bar (60 ς90 PSI)

UV lamp warm-up time approx. 90 seconds

Irradiated Area 160 x 160 mm

Items supplied
97055 Uvaloc1000 Controller, Lamp housing, UV Bulb (mercury), 
Connector cord, Power cable, Footswitch, Operating Manual



LOCTITE 7020 UVA Spot Radiometer 
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ApplicationField
TheLOCTITE7020UVASpotRadiometeris designedto measureand displaythe
UVpowerdensity(irradiance)emitted by aUVspotcuringsystem

Operation
The LOCTITE7020 UVA Spot Radiometer is a self-contained, electro-optic
instrument designedto measureand displaythe UV power density (irradiance)
emitted by a UV spot curing system. The units displayedare watts per square
centimeter. Decreasedradiant power related to the degradationof UV lamps,
light guides and reflectors can result in declines in process efficiency or
incompletecuringof LoctiteLightCureproducts. TheRadiometeris designedto
provide the operator with instant feedbackas to the performanceof the spot
curingsystembaseduponchangesin the irradiance.

Calibrationrequired12monthsafter first use(then annually)

Benefits
ÁMonitor UV spot curing system performance

ÁMeasure individual UV lamp performance

ÁMeasure light guide degradation

ÁOptimize light guide positioning

ÁDetermine proper UV intensity required for curing various materials

ÁMeet ISO-9000 requirements

Á Includes Adapters for 3 mm, 5 mm, and 8 mm size lightguides Technical Data

Dimensions 163 mm (L) x 53.6 mm (D); Head: 39.37 mm (D)

Weight 0.363 kg

Power Source Lithium Battery Stick

Battery Life 12,500 hours continuous operation

Case Material aluminum, polyester and quartz

Spectral Range 320 to 390 nm (UVA region)

Resolution 10mW/cm
2

Items supplied 7020 UVA Spot Radiometer

Bench Space Requirements



LOCTITE EQ PM20 UV VIS Radiometer 
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ApplicationField
TheLOCTITEEQPM20 UVVISRadiometeris designedto measureUVlight source
outputs includingLOCTITEUV LEDlight sources,conveyor,flood, spot, and UV
lamps.

Operation
TheLOCTITEEQPM20 UVVISRadiometeris an industryfirst for measurementof
LEDLightCuringdevices. Theflat responsecurvemakesthis radiometeruniquely
qualified to measurenarrow band wavelengthsof LEDLightCuringdevices. The
Radiometercanalsobe usedwith CuringChambers,Conveyors,andFloodlamps.
Thisunit combinesthe all-in-one exposure,intensity measurement,and profile
memorycapabilityinto onedevice.

Calibrationrequired12monthsafter first use(then annually)

Benefits
ÁSolid-state detector and ultra-stableamplifier technologyto give lower noise,

greaterspeed,andhigheraccuracy.

ÁDigitaldisplayof peakintensityandtotal exposure

ÁGraphicaldisplayof intensityvs. time.

ÁBaselineprofile referenceplot allows on-the-spot comparisonof the current
performanceof the curingunit with the baseline.

ÁBuilt-in rechargeablebattery with USBcableincluded

Technical Data

Dimensions 152.4 mm (W) x 191.6 mm (D) x 12.7 mm (H)

Spectral Measurements 
Range

Total Range: 350 ς660 nm, LED Range: 395 ς620 nm

Intensity Dose Range 5 mW/cm sq. to 20 W/cm
2

Accuracy Typically, better than 6%

Digital Display 4 significant digits

Items supplied LOCTITE EQ MP20 UV Radiometer

Micro USB charging / data cable

Equipment instructions

Certificate of Calibration

Meter storage / shipping case



LOCTITE EQ PM20 UV AB Radiometer
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ApplicationField
TheLOCTITEEQPM20 UVABRadiometeris designedto measureUVlight source
outputs includingLOCTITEUV LEDlight sources,conveyor,flood, spot, and UV
lamps.

Operation
TheLOCTITEEQPM20 UVABRadiometeris an industry first for measurementof
light sources and LED Light Curing devices that emit in the UVA & UVB
wavelengths. Theflat responsecurvemakesthis radiometeruniquelyqualifiedto
measureUVA& UVBwavelengths. TheRadiometercanalsobe usedwith Curing
Chambers,Conveyors,and Flood lamps. This unit combines the all-in-one
exposure,intensitymeasurement,andprofile memorycapabilityinto onedevice.

Calibrationrequired12monthsafter first use(then annually)

Benefits
ÁSolid-state detector and ultra-stableamplifier technologyto give lower noise,

greaterspeed,andhigheraccuracy.

ÁDigitaldisplayof peakintensityandtotal exposure

ÁGraphicaldisplayof intensityvs. time.

ÁBaselineprofile referenceplot allows on-the-spot comparisonof the current
performanceof the curingunit with the baseline.

ÁBuilt-in rechargeablebattery with USBcableincluded

Technical Data

Dimensions 152.4 mm (W) x 191.6 mm (D) x 12.7 mm (H)

Spectral Measurements 
Range

Total Range: 280 ς405 nm, LED Range: 320 ς395 nm

Intensity Dose Range 5 mW/cm sq. to 20 W/cm
2

Accuracy Typically, better than 6%

Digital Display 4 significant digits

Items supplied LOCTITE EQ MP20 UV Radiometer

Micro USB charging / data cable

Equipment instructions

Certificate of Calibration

Meter storage / shipping case



LOCTITE UV & Visible Safety Glasses
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ApplicationField
TheLOCTITESafetyGlassesfor UV and VisibleLight, is a polycarbonate,yellow-
tinted lens designedto absorbspecificwavelengthsof radiant energy into the
lens to protect the user from harmful ultraviolet and visible light energy. While
the primary need for eye protection is often impact hazards, many work
applicationsalso include radiation hazardsincluding ultraviolet, infrared, and
visiblelight glare. TheSafetyGlassesfor UVandVisiblelight fully complywith CE
certificationstandards.

ProductFeatures
Á Absorbs>99.9%of potentiallyharmfulUVAandUVBradiation.

Á Providesprotectionby completelyabsorbingvisiblelight up to 440nm

Á TheǳǎŜǊΩǎcontrastis improved,andthe eyefinds it easierto seedetail.

Á Theorangelenscolor filters out Visiblelight in the violet andblueareasof the
spectrum.

TechnicalData
ÁColor: Yellow

ÁUVAbsorption: >99.9%

ÁMeetsEN166-3 (includedEN172) specifications

ÁLensmaterial: polycarbonate



Air Filter Systems

IDH 494964
LOCTITE 97612 
Air Filter Trolley

IDH 527595
LOCTITE 97603

Air Filter System LAS 250



LOCTITE 97612 Air Filter Trolley
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ApplicationField
The LOCTITE97612 Air Filter Trolley is designedfor health and environment
protectionat bondingworkplaces.

Operation
The LOCTITEAir Filter Trolley is a robust device for the mobile and stationary
workshop and industrial use. It is suitable for exhaustingand filtering gases,
vaporsandodorsin the workplaces. Released,gasesandvapors,are capturedby
suctionelementsimmediatelyat the workstationandthen filtered with the Filter
Trolley. Thecleanair canbe suppliedbackto the workingpremises. Not valid for
carcinogenicsubstances!

Benefits
ÁHighimpactABShousing

ÁResistantto chemicalsandcorrosion

ÁAdjustabledischargedirection

ÁAdjustableflow rate

ÁLownoiselevel

ÁCompactdesign

ÁHighperformancefan,minimumenergyconsumption

ÁHighcapacityfilter (canbe recycled)

ÁEasyoperation,servicingandfilter replacement

ÁLonglife brushlesselectricmotor

Technical Data

Dimensions 450 mm (W) x 530 ς860 mm (H) x 340 mm (D)

Weight 18.0 kg

Power Supply 230 VAC, 50 Hz

Power Consumption 150 W

Power Protection 5 A, time-lag

Max. Air Flow 170 m3/h

Constant Air Flow 80 m3/h at 1400 Pa

Max. Vacuum Max. 2800 Pa

Relative Humidity for 
Storage

50 %

Items supplied 97612 Filter Trolley

Power cord

Operating Manual

System Item # IDH No. System Item # IDH No.

Benchtop Suction Arm, 3 joints, maximum range 
950mm, including hood

8991090 503370 Hose with fitting, 2 metre 8991091 529639

Y splitter (for connecting 2 hoses) 8991096 529643 Filter for Trolley 97612 New 97968 267469

Suction hood transparent 8955065 1034999
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ApplicationField
TheLOCTITE97603Air FilterSystemLAS250systemissuitablefor exhaustingand
filtering gases,vaporsandodorsin the workplaces.

Operation
TheLOCTITE97603Air Filter Systemexhauststhe polluted air and blowsout the
cleanedair at the air outlet. Thecombinationof pre-filter and activatedcarbon
guaranteesa high filtration efficiencyof unhealthygases,vapor and fumes. The
large surface area and small particle size of the actuated carbon maximizes
absorptionof polluted air.

Technical Data

Dimensions 370 mm (W) x 780 mm (H) x 500 mm (D)

Weight 40.0 kg

Temperature Operating: +10ϲC ς+45ϲC (50ϲF ς113ϲF)

Power Supply 230 VAC, 50 Hz

Power Consumption 370 W

Max. Air Flow 40 m3/h

Constant Air Flow 250m3/h at 2200 Pa

Max. Vacuum 2600 Pa

Relative Humidity for 
Storage

Max. 50%

Noise Level 52 dB (A)

Items supplied 97603 Air filter system LAS 250 Power cord Operating Manual

System Item # IDH No. System Item # IDH No.

Benchtop Suction Arm, 3 joints, maximum range 
950mm, including hood

8991090 503370 Hose with fitting, 2 metre 8991091 529639

Y splitter (for connecting 2 hoses) 8991096 529643 Filter for LAS 250 97603 New 97968 529640

Suction hood transparent 89955065 1034999



Additional Dispensing Tips and Mixer Nozzles

Illustration Item No. Order No. Pack Size Description

97263 218287 40pcs
10ml black syringe barrel kit, for UV and light 
cure adhesives

97208 88657 2 pcs 10ml syringe airlineadapter

97244 88677 20pcs 30ml clearsyringebarrelkit

97264 218286 20pcs
30ml black syringe barrel kit, for UV and light 
cure adhesives

97245 88678 2 pcs 30ml syringe airlineadapter

97290 397462 50pcs All plastic precision dispensing tip, 20 gauge

n.a. 2900614 12 pcs Static mixer for epoxy and PU in 50ml, SQ 24

984570 1487439 10pcs {ǘŀǘƛŎ ƳƛȄŜǊ ŦƻǊ ŜǇƻȄȅ ƛƴ нлл κ пллml, SQ 7.5-24

1034575 1034575 10pcs
Static mixer MBX 6.5-20-S 10:1 for LOCTITE AA 
3038

n.a. 2447734 10pcs
Spray mix nozzlefor LOCTITE PC 7255 MFQ-08-
24C-13

8953186 1104046 10pcs
{ǘŀǘƛŎ ƳƛȄŜǊ пΥм κ млΥм ŦƻǊ плл κ пфлml, 
MCX 08-18

n.a. 1646832 10pcs
Static mixer 1:1 for acrylics in 50 ml MAH 05-07 
(ie Loctite AA 3295)

98457 720174 10pcs {ǘŀǘƛŎ ƳƛȄŜǊ мΥм κ нΥм ƛƴ нлл κ пллml, MC 8-24

863585 367545 10pcs
Static mixer 1:1 for MS polymers in 410ml, MC 
13-18

8953187 1104047 10pcs
{ǘŀǘƛŎ ƳƛȄŜǊ пΥм κ млΥм ƛƴ плл κ пфлml, MCX 08-
24

8955989 1453183 10pcs
Static mixer for LOCTITE 3090 and LOCTITE 
4070, MLX 2.5-16-5

n.a. 1826921 10 pcs {ǘŀǘƛŎ ƳƛȄŜǊ мΥм κ нΥм ƛƴ рлml, MBH 3.2-16 S

n.a. 1573153 10 pcs {ǘŀǘƛŎ ƳƛȄŜǊ мΥм κ нΥм ƛƴ рлml, MBQ 5.0-24 L

n.a. 1573135 10 pcs Static mixerмΥм κ нΥм ƛƴ пллml, MFH 6.0-24 T

Dispense Needles, Mixers and Accessories

Illustration / Example Item No. Order No. Pack Size Colour Gauge
Inner Ø, 

mm

Flexible DispensingTips: DispensingNeedle, Polypropylene(PPF), HelicalThread

97229 142640 50 pcs Amber 15 1.37

97230 142641 50 pcs Green 18 0.84

97231 142642 50 pcs Pink 20 0.61

97232 142643 50 pcs Red 25 0.25

TaperedDispensingTips: DispensingNeedle, Polyethylene ςConical(PPC), Luer-Lock

97221 88660 50 pcs Grey 16 1.19

97222 88661 50 pcs Green 18 0.84

97223 88662 50 pcs Pink 20 0.61

97224 88663 50 pcs Blue 22 0.41

High Precision Dispensing Tips: Dispensing Needle, Stainless Steel Standard (SSS), Luer-Lock

97225 88664 50 pcs Amber 15 1.37

97226 88665 50 pcs Green 18 0.84

97227 88666 50 pcs Pink 20 0.61

97228 88667 50 pcs Red 25 0.25

Additional Dispensing Tips and Mixer Nozzles

Illustration Item No. Order No. Pack Size Description

98741 1146079 50 pcs
Dispensing needle, stainless steel ς
PTFE-lined (SSTL), 25 gauge

97262 218288 2 each
Needle selection pack: 2 each of a 
variety of dispensing needles

97248 218275 50 pcs Luer-Lock® tip caps

97233 88672 20 + 5pcs
Luer-Lock® adapterkit: 20 Luer-Locks® 
and 5 adapters

97207 88656 40 pcs 10ml clearsyringebarrelkit

Deviations in form and colourare possible without impact on the performance
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